






























































































































































MULTI-SPLIT SYSTEM

R410A

Indoor unit combination
Heating capacity  (kW) Power consumption(W) Standard current(A)

Room heating capacity Total capacity
Min. Standard Max. 220V 230V 240V

A B C D E F Min. Standard Max.

H
ea

ti
ng

 o
p

er
at

io
n

5
room

20+20+25+35+71 1.58 1.58 1.97 2.76 5.61 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+20+25+50+50 1.64 1.64 2.05 4.09 4.09 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+20+25+50+60 1.54 1.54 1.93 3.86 4.63 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+20+25+50+71 1.45 1.45 1.81 3.63 5.15 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
20+20+25+60+60 1.46 1.46 1.82 4.38 4.38 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
20+20+35+35+35 1.86 1.86 3.26 3.26 3.26 - 4.0 13.5 13.8 1050 3420 3470 15.6 14.9 14.3
20+20+35+35+50 1.69 1.69 2.95 2.95 4.22 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+20+35+35+60 1.59 1.59 2.78 2.78 4.76 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+20+35+35+71 1.49 1.49 2.61 2.61 5.30 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
20+20+35+50+50 1.54 1.54 2.70 3.86 3.86 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+20+35+50+60 1.46 1.46 2.55 3.65 4.38 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
20+20+35+60+60 1.38 1.38 2.42 4.15 4.15 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
20+20+50+50+50 1.42 1.42 3.55 3.55 3.55 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
20+25+25+25+25 2.25 2.81 2.81 2.81 2.81 - 4.0 13.5 13.8 1050 3440 3470 15.7 15.0 14.3
20+25+25+25+35 2.08 2.60 2.60 2.60 3.63 - 4.0 13.5 13.8 1050 3430 3470 15.6 14.9 14.3
20+25+25+25+50 1.86 2.33 2.33 2.33 4.66 - 4.0 13.5 13.8 1050 3420 3470 15.6 14.9 14.3
20+25+25+25+60 1.74 2.18 2.18 2.18 5.23 - 4.0 13.5 13.8 1050 3420 3470 15.6 14.9 14.3
20+25+25+25+71 1.63 2.03 2.03 2.03 5.77 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+25+25+35+35 1.93 2.41 2.41 3.38 3.38 - 4.0 13.5 13.8 1050 3430 3470 15.6 14.9 14.3
20+25+25+35+50 1.74 2.18 2.18 3.05 4.35 - 4.0 13.5 13.8 1050 3420 3470 15.6 14.9 14.3
20+25+25+35+60 1.64 2.05 2.05 2.86 4.91 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+25+25+35+71 1.53 1.92 1.92 2.68 5.45 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+25+25+50+50 1.59 1.99 1.99 3.97 3.97 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+25+25+50+60 1.50 1.88 1.88 3.75 4.50 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
20+25+25+50+71 1.41 1.77 1.77 3.53 5.02 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
20+25+25+60+60 1.42 1.78 1.78 4.26 4.26 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
20+25+35+35+35 1.80 2.25 3.15 3.15 3.15 - 4.0 13.5 13.8 1050 3420 3470 15.6 14.9 14.3
20+25+35+35+50 1.64 2.05 2.86 2.86 4.09 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+25+35+35+60 1.54 1.93 2.70 2.70 4.63 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+25+35+35+71 1.45 1.81 2.54 2.54 5.15 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
20+25+35+50+50 1.50 1.88 2.63 3.75 3.75 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
20+25+35+50+60 1.42 1.78 2.49 3.55 4.26 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
20+25+50+50+50 1.38 1.73 3.46 3.46 3.46 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
20+35+35+35+35 1.69 2.95 2.95 2.95 2.95 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+35+35+35+50 1.54 2.70 2.70 2.70 3.86 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
20+35+35+35+60 1.46 2.55 2.55 2.55 4.38 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
20+35+35+50+50 1.42 2.49 2.49 3.55 3.55 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
25+25+25+25+25 2.70 2.70 2.70 2.70 2.70 - 4.0 13.5 13.8 1050 3440 3470 15.7 15.0 14.3
25+25+25+25+35 2.50 2.50 2.50 2.50 3.50 - 4.0 13.5 13.8 1050 3430 3470 15.6 14.9 14.3
25+25+25+25+50 2.25 2.25 2.25 2.25 4.50 - 4.0 13.5 13.8 1050 3420 3470 15.6 14.9 14.3
25+25+25+25+60 2.11 2.11 2.11 2.11 5.06 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
25+25+25+25+71 1.97 1.97 1.97 1.97 5.61 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
25+25+25+35+35 2.33 2.33 2.33 3.26 3.26 - 4.0 13.5 13.8 1050 3420 3470 15.6 14.9 14.3
25+25+25+35+50 2.11 2.11 2.11 2.95 4.22 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
25+25+25+35+60 1.99 1.99 1.99 2.78 4.76 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
25+25+25+35+71 1.86 1.86 1.86 2.61 5.30 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
25+25+25+50+50 1.93 1.93 1.93 3.86 3.86 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
25+25+25+50+60 1.82 1.82 1.82 3.65 4.38 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
25+25+25+60+60 1.73 1.73 1.73 4.15 4.15 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
25+25+35+35+35 2.18 2.18 3.05 3.05 3.05 - 4.0 13.5 13.8 1050 3420 3470 15.6 14.9 14.3
25+25+35+35+50 1.99 1.99 2.78 2.78 3.97 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
25+25+35+35+60 1.88 1.88 2.63 2.63 4.50 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
25+25+35+35+71 1.77 1.77 2.47 2.47 5.02 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
25+25+35+50+50 1.82 1.82 2.55 3.65 3.65 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
25+25+35+50+60 1.73 1.73 2.42 3.46 4.15 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
25+35+35+35+35 2.05 2.86 2.86 2.86 2.86 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
25+35+35+35+50 1.88 2.63 2.63 2.63 3.75 - 4.0 13.5 13.8 1050 3400 3470 15.5 14.8 14.2
25+35+35+35+60 1.78 2.49 2.49 2.49 4.26 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
25+35+35+50+50 1.73 2.42 2.42 3.46 3.46 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1
35+35+35+35+35 2.70 2.70 2.70 2.70 2.70 - 4.0 13.5 13.8 1050 3410 3470 15.5 14.8 14.2
35+35+35+35+50 2.49 2.49 2.49 2.49 3.55 - 4.0 13.5 13.8 1050 3390 3470 15.4 14.8 14.1

6
room

20+20+20+20+20+20 2.25 2.25 2.25 2.25 2.25 2.25 4.5 13.5 13.8 1150 3330 3420 15.2 14.5 13.9
20+20+20+20+20+25 2.16 2.16 2.16 2.16 2.16 2.70 4.5 13.5 13.8 1150 3330 3420 15.2 14.5 13.9
20+20+20+20+20+35 2.00 2.00 2.00 2.00 2.00 3.50 4.5 13.5 13.8 1150 3330 3420 15.2 14.5 13.9
20+20+20+20+20+50 1.80 1.80 1.80 1.80 1.80 4.50 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+20+20+60 1.69 1.69 1.69 1.69 1.69 5.06 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+20+20+71 1.58 1.58 1.58 1.58 1.58 5.61 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+20+25+25 2.08 2.08 2.08 2.08 2.60 2.60 4.5 13.5 13.8 1150 3330 3420 15.2 14.5 13.9
20+20+20+20+25+35 1.93 1.93 1.93 1.93 2.41 3.38 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+20+25+50 1.74 1.74 1.74 1.74 2.18 4.35 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+20+25+60 1.64 1.64 1.64 1.64 2.05 4.91 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+20+25+71 1.53 1.53 1.53 1.53 1.92 5.45 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+20+35+35 1.80 1.80 1.80 1.80 3.15 3.15 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+20+35+50 1.64 1.64 1.64 1.64 2.86 4.09 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+20+35+60 1.54 1.54 1.54 1.54 2.70 4.63 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+20+35+71 1.45 1.45 1.45 1.45 2.54 5.15 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+20+50+50 1.50 1.50 1.50 1.50 3.75 3.75 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+20+50+60 1.42 1.42 1.42 1.42 3.55 4.26 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+25+25+25 2.00 2.00 2.00 2.50 2.50 2.50 4.5 13.5 13.8 1150 3330 3420 15.2 14.5 13.9
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COMBINATIONS

Indoor unit combination
Cooling capacity  (kW) Power consumption(W) Standard current(A)

Room cooling capacity Total capacity
Min. Standard Max. 220V 230V 240V

A B C D E F Min. Standard Max.

C
o

o
lin

g
 o

p
er

at
io

n

1
room

20 2.0 - - - - - 1.8 2.0 2.7 650 780 1100 3.6 3.4 3.3
25 2.5 - - - - - 1.8 2.5 3.2 650 1000 1350 4.6 4.4 4.2
35 3.5 - - - - - 1.8 3.5 3.7 650 1500 1600 6.9 6.6 6.3
50 5.0 - - - - - 1.8 5.0 5.8 650 2150 2500 9.9 9.4 9.0
60 6.0 - - - - - 1.8 6.0 6.7 650 2720 3000 12.5 11.9 11.4
71 7.1 - - - - - 1.8 7.1 7.2 650 3250 3080 14.9 14.3 13.7

2
room

20+20 2.00 2.00 - - - - 3.0 4.0 5.4 740 960 1460 4.4 4.2 4.0
20+25 2.00 2.50 - - - - 3.0 4.5 5.9 740 1100 1820 5.1 4.8 4.6
20+35 2.00 3.50 - - - - 3.0 5.5 6.4 740 1500 2020 6.9 6.6 6.3
20+50 2.00 5.00 - - - - 3.0 7.0 8.5 740 2290 2820 10.5 10.1 9.6
20+60 2.00 6.00 - - - - 3.0 8.0 9.4 740 2660 3360 12.2 11.7 11.2
20+71 2.00 7.10 - - - - 3.0 9.1 9.9 740 3100 3780 14.1 13.5 12.9
25+25 2.50 2.50 - - - - 3.0 5.0 6.8 740 1420 2200 6.5 6.2 6.0
25+35 2.50 3.50 - - - - 3.0 6.0 6.9 740 1810 2320 8.3 7.9 7.6
25+50 2.50 5.00 - - - - 3.0 7.5 9.0 740 2470 3220 11.3 10.8 10.4
25+60 2.50 6.00 - - - - 3.0 8.5 9.4 740 2810 3360 12.9 12.3 11.8
25+71 2.53 7.17 3.0 9.7 10.4 740 3350 4020 15.4 14.7 14.1
35+35 3.50 3.50 - - - - 3.0 7.0 7.4 740 2290 2820 10.5 10.1 9.6
35+50 3.50 5.00 - - - - 3.0 8.5 9.5 740 2810 3620 12.9 12.3 11.8
35+60 3.50 6.00 - - - - 3.0 9.5 10.4 740 3280 3990 15.1 14.4 13.8
35+71 3.50 7.10 - - - - 3.0 10.6 10.9 740 3760 4250 17.1 16.3 15.7
50+50 5.00 5.00 - - - - 3.0 10.0 10.8 740 3520 4050 16.2 15.5 14.8
50+60 5.00 6.00 - - - - 3.0 11.0 12.0 740 3870 4410 17.8 17.0 16.3
50+71 4.96 7.04 - - - - 3.0 12.0 12.0 740 4410 4410 20.0 19.2 18.4
60+60 6.00 6.00 - - - - 3.0 12.0 12.0 740 4410 4410 20.2 19.4 18.6

Indoor unit combination
Heating capacity  (kW) Power consumption(W) Standard current(A)

Room heating capacity Total capacity
Min. Standard Max. 220V 230V 240V

A B C D E F Min. Standard Max.

H
ea

ti
ng

 o
p

er
at

io
n

6
room

20+20+20+25+25+35 1.86 1.86 1.86 2.33 2.33 3.26 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+25+25+50 1.69 1.69 1.69 2.11 2.11 4.22 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+25+25+60 1.59 1.59 1.59 1.99 1.99 4.76 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+25+25+71 1.49 1.49 1.49 1.86 1.86 5.30 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+25+35+35 1.74 1.74 1.74 2.18 3.05 3.05 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+25+35+50 1.59 1.59 1.59 1.99 2.78 3.97 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+25+35+60 1.50 1.50 1.50 1.88 2.63 4.50 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+25+50+50 1.46 1.46 1.46 1.82 3.65 3.65 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+25+50+60 1.38 1.38 1.38 1.73 3.46 4.15 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+35+35+35 1.64 1.64 1.64 2.86 2.86 2.86 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+20+35+35+50 1.50 1.50 1.50 2.63 2.63 3.75 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+35+35+60 1.42 1.42 1.42 2.49 2.49 4.26 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+20+35+50+50 1.38 1.38 1.38 2.42 3.46 3.46 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+25+25+25+25 1.93 1.93 2.41 2.41 2.41 2.41 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+25+25+25+35 1.80 1.80 2.25 2.25 2.25 3.15 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+25+25+25+50 1.64 1.64 2.05 2.05 2.05 4.09 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+25+25+25+60 1.54 1.54 1.93 1.93 1.93 4.63 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+25+25+25+71 1.45 1.45 1.81 1.81 1.81 5.15 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+25+25+35+35 1.69 1.69 2.11 2.11 2.95 2.95 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+20+25+25+35+50 1.54 1.54 1.93 1.93 2.70 3.86 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+25+25+35+60 1.46 1.46 1.82 1.82 2.55 4.38 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+25+25+50+50 1.42 1.42 1.78 1.78 3.55 3.55 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+25+35+35+35 1.59 1.59 1.99 2.78 2.78 2.78 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+25+35+35+50 1.46 1.46 1.82 2.55 2.55 3.65 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+25+35+35+60 1.38 1.38 1.73 2.42 2.42 4.15 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+35+35+35+35 1.50 1.50 2.63 2.63 2.63 2.63 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+20+35+35+35+50 1.38 1.38 2.42 2.42 2.42 3.46 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+25+25+25+25+25 1.86 2.33 2.33 2.33 2.33 2.33 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+25+25+25+25+35 1.74 2.18 2.18 2.18 2.18 3.05 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+25+25+25+25+50 1.59 1.99 1.99 1.99 1.99 3.97 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+25+25+25+25+60 1.50 1.88 1.88 1.88 1.88 4.50 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+25+25+25+25+71 1.41 1.77 1.77 1.77 1.77 5.02 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+25+25+25+35+35 1.64 2.05 2.05 2.05 2.86 2.86 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
20+25+25+25+35+50 1.50 1.88 1.88 1.88 2.63 3.75 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+25+25+25+35+60 1.42 1.78 1.78 1.78 2.49 4.26 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+25+25+25+50+50 1.38 1.73 1.73 1.73 3.46 3.46 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+25+25+35+35+35 1.54 1.93 1.93 2.70 2.70 2.70 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+25+25+35+35+50 1.42 1.78 1.78 2.49 2.49 3.55 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+25+35+35+35+35 1.46 1.82 2.55 2.55 2.55 2.55 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
20+35+35+35+35+35 1.38 2.42 2.42 2.42 2.42 2.42 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
25+25+25+25+25+25 2.25 2.25 2.25 2.25 2.25 2.25 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
25+25+25+25+25+35 2.11 2.11 2.11 2.11 2.11 2.95 4.5 13.5 13.8 1150 3320 3420 15.1 14.4 13.8
25+25+25+25+25+50 1.93 1.93 1.93 1.93 1.93 3.86 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
25+25+25+25+25+60 1.82 1.82 1.82 1.82 1.82 4.38 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
25+25+25+25+35+35 1.99 1.99 1.99 1.99 2.78 2.78 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
25+25+25+25+35+50 1.82 1.82 1.82 1.82 2.55 3.65 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
25+25+25+25+35+60 1.73 1.73 1.73 1.73 2.42 4.15 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
25+25+25+35+35+35 1.88 1.88 1.88 2.63 2.63 2.63 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
25+25+25+35+35+50 1.73 1.73 1.73 2.42 2.42 3.46 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
25+25+35+35+35+35 1.78 1.78 2.49 2.49 2.49 2.49 4.5 13.5 13.8 1150 3310 3420 15.1 14.4 13.8
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Table of Indoor unit combination with other indoor unitSCM125ZM-S

MULTI-SPLIT SYSTEM

R410A

Indoor unit combination
Cooling capacity  (kW) Power consumption(W) Standard current(A)

Room cooling capacity Total capacity
Min. Standard Max. 220V 230V 240V

A B C D E F Min. Standard Max.

C
o

o
lin

g
 o

p
er

at
io

n

2
room

60+71 5.73 6.77 - - - - 3.0 12.5 12.5 740 4710 4710 21.4 20.5 19.6
71+71 6.25 6.25 - - - - 3.0 12.5 12.5 740 4710 4710 21.2 20.3 19.4

3
room

20+20+20 2.00 2.00 2.00 - - - 3.7 6.0 8.1 880 1530 2560 7.0 6.7 6.4
20+20+25 2.00 2.00 2.50 - - - 3.7 6.5 8.6 880 1730 2700 7.9 7.6 7.3
20+20+35 2.00 2.00 3.50 - - - 3.7 7.5 9.1 880 2080 3120 9.6 9.1 8.8
20+20+50 2.00 2.00 5.00 - - - 3.7 9.0 11.2 880 2730 4120 12.5 12.0 11.5
20+20+60 2.00 2.00 6.00 - - - 3.7 10.0 12.1 880 3280 4680 15.1 14.4 13.8
20+20+71 2.00 2.00 7.10 - - - 3.7 11.1 12.6 880 3930 4710 18.0 17.3 16.5
20+25+25 2.00 2.50 2.50 - - - 3.7 7.0 9.1 880 1940 3210 8.9 8.5 8.2
20+25+35 2.00 2.50 3.50 - - - 3.7 8.0 9.6 880 2440 3450 11.2 10.7 10.3
20+25+50 2.00 2.50 5.00 - - - 3.7 9.5 11.7 880 3130 4480 14.4 13.7 13.2
20+25+60 2.00 2.50 6.00 - - - 3.7 10.5 12.6 880 3770 4800 17.3 16.6 15.9
20+25+71 2.00 2.50 7.10 - - - 3.7 11.6 12.6 880 4210 4800 19.1 18.3 17.5
20+35+35 2.00 3.50 3.50 - - - 3.7 9.0 10.1 880 2920 3850 13.4 12.8 12.3
20+35+50 2.00 3.50 5.00 - - - 3.7 10.5 12.0 880 3770 4450 17.3 16.6 15.9
20+35+60 2.00 3.50 6.00 - - - 3.7 11.5 12.6 880 4150 4800 19.1 18.2 17.5
20+35+71 1.98 3.47 7.04 - - - 4.7 12.5 12.6 880 4670 4800 21.2 20.3 19.5
20+50+50 2.00 5.00 5.00 - - - 3.7 12.0 12.6 880 4440 4800 20.4 19.5 18.7
20+50+60 1.92 4.81 5.77 - - - 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
20+50+71 1.77 4.43 6.29 - - - 3.7 12.5 12.6 881 4670 4800 21.4 20.5 19.7
20+60+60 1.79 5.36 5.36 - - - 3.7 12.5 12.6 881 4670 4800 21.4 20.5 19.7
20+60+71 1.66 4.97 5.88 - - - 3.7 12.5 12.6 881 4670 4800 21.4 20.5 19.7
20+71+71 1.54 5.48 5.48 - - - 3.7 12.5 12.6 881 4660 4800 21.4 20.5 19.6
25+25+25 2.50 2.50 2.50 - - - 3.7 7.5 9.6 880 2130 3640 9.8 9.4 9.0
25+25+35 2.50 2.50 3.50 - - - 3.7 8.5 10.1 880 2650 3900 12.2 11.6 11.2
25+25+50 2.50 2.50 5.00 - - - 3.7 10.0 12.6 880 3420 4800 15.7 15.0 14.4
25+25+60 2.50 2.50 6.00 - - - 3.7 11.0 12.6 880 3910 4800 18.0 17.2 16.5
25+25+71 2.58 2.58 7.33 3.7 12.5 12.6 880 4670 4800 21.2 20.3 19.5
25+35+35 2.50 3.50 3.50 - - - 3.7 9.5 10.4 880 3130 3910 14.4 13.7 13.2
25+35+50 2.50 3.50 5.00 - - - 3.7 11.0 12.6 880 3910 4800 18.0 17.2 16.5
25+35+60 2.50 3.50 6.00 - - - 3.7 12.0 12.6 880 4440 4800 20.4 19.5 18.7
25+35+71 2.39 3.34 6.77 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
25+50+50 2.50 5.00 5.00 - - - 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
25+50+60 2.31 4.63 5.56 - - - 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
25+50+71 2.14 4.28 6.08 - - - 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
25+60+60 2.16 5.17 5.17 - - - 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
25+60+71 2.00 4.81 5.69 - - - 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
25+71+71 1.87 5.31 5.31 - - - 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
35+35+35 3.50 3.50 3.50 - - - 3.7 10.5 10.9 880 3770 4180 17.3 16.6 15.9
35+35+50 3.50 3.50 5.00 - - - 3.7 12.0 12.6 880 4440 4800 20.4 19.5 18.7
35+35+60 3.37 3.37 5.77 - - - 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
35+35+71 3.10 3.10 6.29 - - - 3.7 12.5 12.6 880 4660 4800 21.2 20.3 19.4
35+50+50 3.24 4.63 4.63 - - - 3.7 12.5 12.6 880 4670 4800 21.4 20.5 19.7
35+50+60 3.02 4.31 5.17 - - - 3.7 12.5 12.6 880 4660 4800 21.4 20.5 19.6
35+50+71 2.80 4.01 5.69 - - - 3.7 12.5 12.6 880 4660 4800 21.4 20.5 19.6
35+60+60 2.82 4.84 4.84 - - - 3.7 12.5 12.6 880 4660 4800 21.4 20.5 19.6
35+60+71 2.64 4.52 5.35 - - - 3.7 12.5 12.6 880 4660 4800 21.4 20.5 19.6
35+71+71 2.47 5.01 5.01 - - - 3.7 12.5 12.6 880 4650 4800 21.3 20.4 19.6
50+50+50 4.17 4.17 4.17 - - - 3.7 12.5 12.6 880 4660 4800 21.4 20.5 19.6
50+50+60 3.91 3.91 4.69 - - - 3.7 12.5 12.6 880 4660 4800 21.4 20.5 19.6
50+50+71 3.65 3.65 5.19 - - - 3.7 12.5 12.6 880 4650 4800 21.3 20.4 19.6
50+60+60 3.68 4.41 4.41 - - - 3.7 12.5 12.6 880 4650 4800 21.3 20.4 19.6
50+60+71 3.45 4.14 4.90 - - - 3.7 12.5 12.6 880 4650 4800 21.3 20.4 19.6
60+60+60 4.17 4.17 4.17 - - - 3.7 12.5 12.6 880 4650 4800 21.3 20.4 19.6
60+60+71 3.93 3.93 4.65 - - - 3.7 12.5 12.6 880 4650 4800 21.3 20.4 19.6

4
room

20+20+20+20 2.00 2.00 2.00 2.00 - - 4.4 8.0 10.8 1100 2110 3680 9.6 9.2 8.8
20+20+20+25 2.00 2.00 2.00 2.50 - - 4.4 8.5 11.3 1100 2390 3890 10.9 10.4 10.0
20+20+20+35 2.00 2.00 2.00 3.50 - - 4.4 9.5 11.8 1100 2900 4350 13.2 12.6 12.1
20+20+20+50 2.00 2.00 2.00 5.00 - - 4.4 11.0 12.8 1100 3580 4800 16.3 15.6 14.9
20+20+20+60 2.00 2.00 2.00 6.00 - - 4.4 12.0 12.8 1100 4100 4800 18.7 17.8 17.1
20+20+20+71 1.91 1.91 1.91 6.77 - - 4.4 12.5 12.8 1100 4730 4800 21.3 20.4 19.5
20+20+25+25 2.00 2.00 2.50 2.50 - - 4.4 9.0 11.8 1100 2600 4410 11.8 11.3 10.8
20+20+25+35 2.00 2.00 2.50 3.50 - - 4.4 10.0 12.3 1100 3210 4780 14.6 14.0 13.4
20+20+25+50 2.00 2.00 2.50 5.00 - - 4.4 11.5 12.8 1100 3830 4800 17.4 16.7 16.0
20+20+25+60 2.00 2.00 2.50 6.00 - - 4.4 12.5 12.8 1100 4740 4800 21.6 20.6 19.8
20+20+25+71 1.84 1.84 2.30 6.53 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+20+35+35 2.00 2.00 3.50 3.50 - - 4.4 11.0 12.8 1100 3580 4800 16.3 15.6 14.9
20+20+35+50 2.00 2.00 3.50 5.00 - - 4.4 12.5 12.8 1100 4740 4800 21.6 20.6 19.8
20+20+35+60 1.85 1.85 3.24 5.56 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+20+35+71 1.71 1.71 3.00 6.08 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+20+50+50 1.79 1.79 4.46 4.46 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+20+50+60 1.67 1.67 4.17 5.00 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+20+50+71 1.55 1.55 3.88 5.51 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+20+60+60 1.56 1.56 4.69 4.69 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+20+60+71 1.46 1.46 4.39 5.19 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+20+71+71 1.37 1.37 4.88 4.88 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
20+25+25+25 2.00 2.50 2.50 2.50 - - 4.4 9.5 12.8 1100 2900 4800 13.2 12.6 12.1
20+25+25+35 2.00 2.50 2.50 3.50 - - 4.4 10.5 12.8 1100 3440 4800 15.7 15.0 14.3
20+25+25+50 2.00 2.50 2.50 5.00 - - 4.4 12.0 12.8 1100 4100 4800 18.7 17.8 17.1
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COMBINATIONS

Indoor unit combination
Cooling capacity  (kW) Power consumption(W) Standard current(A)

Room cooling capacity Total capacity
Min. Standard Max. 220V 230V 240V

A B C D E F Min. Standard Max.

C
o
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n

4
room

20+25+25+60 1.92 2.40 2.40 5.77 - - 4.4 12.5 12.8 1100 4740 4800 21.6 20.6 19.8
20+25+25+71 1.82 2.26 2.26 6.16 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+25+35+35 2.00 2.50 3.50 3.50 - - 4.4 11.5 12.8 1100 3830 4800 17.4 16.7 16.0
20+25+35+50 1.92 2.40 3.37 4.81 - - 4.4 12.5 12.8 1100 4740 4800 21.6 20.6 19.8
20+25+35+60 1.79 2.23 3.13 5.36 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+25+35+71 1.66 2.07 2.90 5.88 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+25+50+50 1.72 2.16 4.31 4.31 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+25+50+60 1.61 2.02 4.03 4.84 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+25+50+71 1.51 1.88 3.77 5.35 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+25+60+60 1.52 1.89 4.55 4.55 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+25+60+71 1.42 1.78 4.26 5.04 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+25+71+71 1.34 1.67 4.75 4.75 4.4 12.5 12.8 1100 4700 4800 21.4 20.5 19.6
20+35+35+35 2.00 3.50 3.50 3.50 - - 4.4 12.5 12.8 1100 4740 4800 21.6 20.6 19.8
20+35+35+50 1.79 3.13 3.13 4.46 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+35+35+60 1.67 2.92 2.92 5.00 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
20+35+35+71 1.55 2.72 2.72 5.51 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+35+50+50 1.61 2.82 4.03 4.03 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+35+50+60 1.52 2.65 3.79 4.55 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+35+50+71 1.42 2.49 3.55 5.04 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+35+60+60 1.43 2.50 4.29 4.29 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
20+35+60+71 1.34 2.35 4.03 4.77 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
20+50+50+50 1.47 3.68 3.68 3.68 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
20+50+50+60 1.39 3.47 3.47 4.17 - - 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
20+50+50+71 1.31 3.27 3.27 4.65 4.4 12.5 12.8 1100 4700 4800 21.4 20.5 19.6
20+50+60+60 1.32 3.29 3.95 3.95 - - 4.4 12.5 12.8 1100 4700 4800 21.4 20.5 19.6
25+25+25+25 2.50 2.50 2.50 2.50 - - 4.4 10.0 12.8 1100 3210 4800 14.6 14.0 13.4
25+25+25+35 2.50 2.50 2.50 3.50 - - 4.4 11.0 12.8 1100 3580 4800 16.3 15.6 14.9
25+25+25+50 2.50 2.50 2.50 5.00 - - 4.4 12.5 12.8 1100 4740 4800 21.6 20.6 19.8
25+25+25+60 2.31 2.31 2.31 5.56 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
25+25+25+71 2.14 2.14 2.14 6.08 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
25+25+35+35 2.50 2.50 3.50 3.50 - - 4.4 12.0 12.8 1100 4100 4800 18.7 17.8 17.1
25+25+35+50 2.31 2.31 3.24 4.63 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
25+25+35+60 2.16 2.16 3.02 5.17 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
25+25+35+71 2.00 2.00 2.80 5.69 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
25+25+50+50 2.08 2.08 4.17 4.17 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
25+25+50+60 1.95 1.95 3.91 4.69 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
25+25+50+71 1.83 1.83 3.65 5.19 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
25+25+60+60 1.84 1.84 4.41 4.41 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
25+25+60+71 1.73 1.73 4.14 4.90 - - 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
25+25+71+71 1.63 1.63 4.62 4.62 - - 4.4 12.5 12.8 1100 4700 4800 21.4 20.5 19.6
25+35+35+35 2.40 3.37 3.37 3.37 - - 4.4 12.5 12.8 1100 4740 4800 21.6 20.6 19.8
25+35+35+50 2.16 3.02 3.02 4.31 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
25+35+35+60 2.02 2.82 2.82 4.84 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
25+35+35+71 1.88 2.64 2.64 5.35 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
25+35+50+50 1.95 2.73 3.91 3.91 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
25+35+50+60 1.84 2.57 3.68 4.41 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
25+35+50+71 1.73 2.42 3.45 4.90 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
25+35+60+60 1.74 2.43 4.17 4.17 - - 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
25+35+60+71 1.64 2.29 3.93 4.65 - - 4.4 12.5 12.8 1100 4700 4800 21.4 20.5 19.6
25+50+50+50 1.79 3.57 3.57 3.57 - - 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
25+50+50+60 1.69 3.38 3.38 4.05 - - 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
25+50+60+60 1.60 3.21 3.85 3.85 - - 4.4 12.5 12.8 1100 4700 4800 21.4 20.5 19.6
35+35+35+35 3.13 3.13 3.13 3.13 - - 4.4 12.5 12.8 1100 4730 4800 21.5 20.6 19.7
35+35+35+50 2.82 2.82 2.82 4.03 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
35+35+35+60 2.65 2.65 2.65 4.55 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
35+35+35+71 2.49 2.49 2.49 5.04 - - 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
35+35+50+50 2.57 2.57 3.68 3.68 - - 4.4 12.5 12.8 1100 4720 4800 21.5 20.5 19.7
35+35+50+60 2.43 2.43 3.47 4.17 - - 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
35+35+50+71 2.29 2.29 3.27 4.65 - - 4.4 12.5 12.8 1100 4700 4800 21.4 20.5 19.6
35+35+60+60 2.30 2.30 3.95 3.95 - - 4.4 12.5 12.8 1100 4700 4800 21.4 20.5 19.6
35+50+50+50 2.36 3.38 3.38 3.38 - - 4.4 12.5 12.8 1100 4710 4800 21.4 20.5 19.6
35+50+50+60 2.24 3.21 3.21 3.85 - - 4.4 12.5 12.8 1100 4700 4800 21.4 20.5 19.6

5
room

20+20+20+20+20 2.00 2.00 2.00 2.00 2.00 - 5.1 10.0 13.3 1210 2950 4800 13.4 12.8 12.3
20+20+20+20+25 2.00 2.00 2.00 2.00 2.50 - 5.1 10.5 13.3 1210 3200 4800 14.6 13.9 13.3
20+20+20+20+35 2.00 2.00 2.00 2.00 3.50 - 5.1 11.5 13.3 1210 3710 4800 16.9 16.1 15.5
20+20+20+20+50 1.92 1.92 1.92 1.92 4.81 - 5.1 12.5 13.3 1210 4430 4800 20.2 19.3 18.5
20+20+20+20+60 1.79 1.79 1.79 1.79 5.36 - 5.1 12.5 13.3 1210 4420 4800 20.1 19.2 18.4
20+20+20+20+71 1.66 1.66 1.66 1.66 5.88 - 5.1 12.5 13.3 1210 4410 4800 20.1 19.2 18.4
20+20+20+25+25 2.00 2.00 2.00 2.50 2.50 - 5.1 11.0 13.3 1210 3400 4800 15.5 14.8 14.2
20+20+20+25+35 2.00 2.00 2.00 2.50 3.50 - 5.1 12.0 13.3 1210 4090 4800 18.6 17.8 17.1
20+20+20+25+50 1.85 1.85 1.85 2.31 4.63 - 5.1 12.5 13.3 1210 4430 4800 20.2 19.3 18.5
20+20+20+25+60 1.72 1.72 1.72 2.16 5.17 - 5.1 12.5 13.3 1210 4420 4800 20.1 19.2 18.4
20+20+20+25+71 1.60 1.60 1.60 2.00 5.69 - 5.1 12.5 13.3 1210 4410 4800 20.1 19.2 18.4
20+20+20+35+35 1.92 1.92 1.92 3.37 3.37 - 5.1 12.5 13.3 1210 4430 4800 20.2 19.3 18.5
20+20+20+35+50 1.72 1.72 1.72 3.02 4.31 - 5.1 12.5 13.3 1210 4420 4800 20.1 19.2 18.4
20+20+20+35+60 1.61 1.61 1.61 2.82 4.84 - 5.1 12.5 13.3 1210 4410 4800 20.1 19.2 18.4
20+20+20+35+71 1.51 1.51 1.51 2.64 5.35 - 5.1 12.5 13.3 1210 4400 4800 20.0 19.1 18.4
20+20+20+50+50 1.56 1.56 1.56 3.91 3.91 - 5.1 12.5 13.3 1210 4410 4800 20.1 19.2 18.4
20+20+20+50+60 1.47 1.47 1.47 3.68 4.41 - 5.1 12.5 13.3 1210 4400 4800 20.0 19.1 18.4
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Indoor unit combination
Cooling capacity  (kW) Power consumption(W) Standard current(A)

Room cooling capacity Total capacity
Min. Standard Max. 220V 230V 240V

A B C D E F Min. Standard Max.
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20+20+20+20+25+50 1.61 1.61 1.61 1.61 2.02 4.03 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+20+20+25+60 1.52 1.52 1.52 1.52 1.89 4.55 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+20+20+35+35 1.67 1.67 1.67 1.67 2.92 2.92 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+20+20+35+50 1.52 1.52 1.52 1.52 2.65 3.79 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+20+20+35+60 1.43 1.43 1.43 1.43 2.50 4.29 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+20+20+35+71 1.34 1.34 1.34 1.34 2.35 4.77 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+20+20+50+50 1.39 1.39 1.39 1.39 3.47 3.47 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+20+20+50+60 1.32 1.32 1.32 1.32 3.29 3.95 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+20+20+25+25+25 1.85 1.85 1.85 2.31 2.31 2.31 5.5 12.5 13.8 1280 4000 4800 18.2 17.4 16.7
20+20+20+25+25+35 1.72 1.72 1.72 2.16 2.16 3.02 5.5 12.5 13.8 1280 4000 4800 18.2 17.4 16.7
20+20+20+25+25+50 1.56 1.56 1.56 1.95 1.95 3.91 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+20+25+25+60 1.47 1.47 1.47 1.84 1.84 4.41 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+20+25+25+71 1.38 1.38 1.38 1.73 1.73 4.90 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+20+25+35+35 1.61 1.61 1.61 2.02 2.82 2.82 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+20+25+35+50 1.47 1.47 1.47 1.84 2.57 3.68 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+20+25+35+60 1.39 1.39 1.39 1.74 2.43 4.17 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+20+25+35+71 1.31 1.31 1.31 1.64 2.29 4.65 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+20+20+25+50+50 1.35 1.35 1.35 1.69 3.38 3.38 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+20+25+50+60 1.28 1.28 1.28 1.60 3.21 3.85 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+20+20+35+35+35 1.52 1.52 1.52 2.65 2.65 2.65 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+20+35+35+50 1.39 1.39 1.39 2.43 2.43 3.47 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+20+35+35+60 1.32 1.32 1.32 2.30 2.30 3.95 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+20+20+35+50+50 1.28 1.28 1.28 2.24 3.21 3.21 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+20+25+25+25+25 1.79 1.79 2.23 2.23 2.23 2.23 5.5 12.5 13.8 1280 4000 4800 18.2 17.4 16.7
20+20+25+25+25+35 1.67 1.67 2.08 2.08 2.08 2.92 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+25+25+25+50 1.52 1.52 1.89 1.89 1.89 3.79 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+25+25+25+60 1.43 1.43 1.79 1.79 1.79 4.29 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+25+25+25+71 1.34 1.34 1.68 1.68 1.68 4.77 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+25+25+35+35 1.56 1.56 1.95 1.95 2.73 2.73 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+20+25+25+35+50 1.43 1.43 1.79 1.79 2.50 3.57 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+25+25+35+60 1.35 1.35 1.69 1.69 2.36 4.05 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+25+25+50+50 1.32 1.32 1.64 1.64 3.29 3.29 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+20+25+35+35+35 1.47 1.47 1.84 2.57 2.57 2.57 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+25+35+35+50 1.35 1.35 1.69 2.36 2.36 3.38 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+25+35+35+60 1.28 1.28 1.60 2.24 2.24 3.85 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+20+35+35+35+35 1.39 1.39 2.43 2.43 2.43 2.43 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+20+35+35+35+50 1.28 1.28 2.24 2.24 2.24 3.21 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+25+25+25+25+25 1.72 2.16 2.16 2.16 2.16 2.16 5.5 12.5 13.8 1280 4000 4800 18.2 17.4 16.7
20+25+25+25+25+35 1.61 2.02 2.02 2.02 2.02 2.82 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+25+25+25+25+50 1.47 1.84 1.84 1.84 1.84 3.68 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+25+25+25+25+60 1.39 1.74 1.74 1.74 1.74 4.17 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+25+25+25+25+71 1.31 1.64 1.64 1.64 1.64 4.65 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+25+25+25+35+35 1.52 1.89 1.89 1.89 2.65 2.65 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
20+25+25+25+35+50 1.39 1.74 1.74 1.74 2.43 3.47 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+25+25+25+35+60 1.32 1.64 1.64 1.64 2.30 3.95 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+25+25+25+50+50 1.28 1.60 1.60 1.60 3.21 3.21 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+25+25+35+35+35 1.43 1.79 1.79 2.50 2.50 2.50 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+25+25+35+35+50 1.32 1.64 1.64 2.30 2.30 3.29 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
20+25+35+35+35+35 1.35 1.69 2.36 2.36 2.36 2.36 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
20+35+35+35+35+35 1.28 2.24 2.24 2.24 2.24 2.24 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
25+25+25+25+25+25 2.08 2.08 2.08 2.08 2.08 2.08 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
25+25+25+25+25+35 1.95 1.95 1.95 1.95 1.95 2.73 5.5 12.5 13.8 1280 3990 4800 18.2 17.4 16.6
25+25+25+25+25+50 1.79 1.79 1.79 1.79 1.79 3.57 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
25+25+25+25+25+60 1.69 1.69 1.69 1.69 1.69 4.05 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
25+25+25+25+35+35 1.84 1.84 1.84 1.84 2.57 2.57 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
25+25+25+25+35+50 1.69 1.69 1.69 1.69 2.36 3.38 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
25+25+25+25+35+60 1.60 1.60 1.60 1.60 2.24 3.85 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
25+25+25+35+35+35 1.74 1.74 1.74 2.43 2.43 2.43 5.5 12.5 13.8 1280 3980 4800 18.1 17.3 16.6
25+25+25+35+35+50 1.60 1.60 1.60 2.24 2.24 3.21 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6
25+25+35+35+35+35 1.64 1.64 2.30 2.30 2.30 2.30 5.5 12.5 13.8 1280 3970 4800 18.1 17.3 16.6

Table of Indoor unit combination with other indoor unitSCM125ZM-S
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External switch connection CnT

Remote surveillance system Humidifier linkage

Wired remote control can be connected using the interface SC-BIKN2-E

Card key on-off

HOTEL

H
O

T
E

L

Model Interface Remote Control

not required

RC-EX3D
RC-E5
RC-ES1

SRK-ZSX-WF*¹, -W
SRK-ZR-WF*¹, -W
SRK-ZS-WF*¹, -W
SRK-ZT-WF*²
SRK-ZTL*¹
SRF-ZS, ZSX
SRR-ZS

SC-BIKN2-E
SC-BIKN2-BL*³

Can be connected to SUPERLINK-Ⅱ using the interface SC-ADNA-E

Model Interface Remote Control
SRK-ZSX-WF*¹, -W
SRK-ZR-WF*¹, -W
SRK-ZS-WF*¹, -W
SRK-ZT-WF*²
SRK-ZTL*¹
SRF-ZS, ZSX
SRR-ZS

RC-EX3D
RC-E5
RC-ES1

SC-BIKN2-E
SC-BIKN2-BL*³
SC-ADNA-E

FDTC-VH1, VH
FDUM50VH
FDE50VH 

SC-ADNA-E

SRK series SRF/SRR series FDTC/
FDUM/FDE series

SC-BIKN2-E

SC-ADNA-E

RC-EX3D
RC-E5

SC-ADNA-E SC-ADNA-E

SC-SL2NA-E
SC-BIKN2-E

RC-EX3D
RC-E5

RC-EX3D
RC-E5

SC-BIKN2-E SC-BIKN2-E

RC-ES1 RC-EX3D

FDTC-VH1, VH 
FDUM50VH
FDE50VH

All indoor units can be compatible with an additional connection point - CnT - to 
connect indoor units to an external ON/OFF switch; e.g. time clock, fire alarm, 
etc.

RC-EX3D
Advanced wired remote control 
The RC-EX3D controller enables extensive access to service and maintenance data 
combined with easy to use full dot LCD backlight display.
All settings are changed by tapping the touch screen panel.
• Economy & Timer:

Peak cut timer. Home Leave Operation. Energy-saving operation.
• Comfort:

Hi power operation. Automatic fan speed. Outdoor silent mode.
• Convenience:

Multi language settings. LCD contrast setting. Function switch. 
External Input/Output Function

• Service:
Error code display. Operation data display. Backup Control.

RC-E5
Wired remote control 

Wired Remote Control (option)

CONTROL OPTION

For wireless control simply insert the infrared receiver kit on a corner of the panel.

H86 x W86 x D17 mm

H120 x W120 x D19 mm

H120 x W120 x D19 mm

Wireless remote control (option)

RCN-KIT4-E2
(FDUM-VH)

RCN-E-E3
(FDE-VH)

RCN-TC-5AW-E3
(FDTC-VH1,VH)

*1 Wired Remote control, SUPERLINK-Ⅱ and CnT can be used but required SC-BIKN2-E connected to CNS and Wireless LAN control function will be no longer available.

*2 Wired Remote control, SUPERLINK-Ⅱ and CnT can be used but required SC-BIKN2-E connected to CNS.

*3 Only compatible with the ZT series.

The RC-E5 controller enables extensive access to service and maintenance 
technical data combined with easy to use functions and a clear LCD display. 
Weekly timer function as standard.

RC-ES1 Stylish wired remote control 

・Stylish and sophisticated design

・Compact size (86×86mm)

・Remote control with Bluetooth® wireless
   technology

Wireless connection

Remote control with Bluetooth® wireless technology.
Easy set-up of indoor units.
Notifications of abnormal conditions or operational data from the 
remote control will be sent to your smartphone.

You can control the air-conditioner 
by installing App on your Smartphone

Search for "M-Air PRO" from the Google PlayTM 

store for AndroidTM and App Store for iPhone. 

Please check the app stores for the latest 
supported OS version information
App Store and iPhone are registered trademark of Apple Inc.
Google Play and the Google Play logo are trademarks of Google LLC. 

“The Bluetooth® word mark and logos are registered trademarks owned 
by Bluetooth SIG, Inc. and any use of such marks by MITSUBISHI 
HEAVY INDUSTRIES THERMAL SYSTEMS, LTD. is under license.

2025

Model Interface
SRK-ZSX-WF*¹, -W
SRK-ZR-WF*¹, -W
SRK-ZS-WF*¹, -W
SRK-ZT-WF*²
SRK-ZTL*¹
SRF-ZS, ZSX
SRR-ZS

SC-BIKN2-E
SC-BIKN2-BL*³

FDTC-VH1, VH
FDUM50VH
FDE50VH 

not required

CONTROL SYSTEM

86



External switch connection CnT

Remote surveillance system Humidifier linkage

Wired remote control can be connected using the interface SC-BIKN2-E

Card key on-off

HOTEL

H
O

T
E

L

Model Interface Remote Control

not required

RC-EX3D
RC-E5
RC-ES1

SRK-ZSX-WF*¹, -W
SRK-ZR-WF*¹, -W
SRK-ZS-WF*¹, -W
SRK-ZT-WF*²
SRK-ZTL*¹
SRF-ZS, ZSX
SRR-ZS

SC-BIKN2-E
SC-BIKN2-BL*³

Can be connected to SUPERLINK-Ⅱ using the interface SC-ADNA-E

Model Interface Remote Control
SRK-ZSX-WF*¹, -W
SRK-ZR-WF*¹, -W
SRK-ZS-WF*¹, -W
SRK-ZT-WF*²
SRK-ZTL*¹
SRF-ZS, ZSX
SRR-ZS

RC-EX3D
RC-E5
RC-ES1

SC-BIKN2-E
SC-BIKN2-BL*³
SC-ADNA-E

FDTC-VH1, VH
FDUM50VH
FDE50VH 

SC-ADNA-E

SRK series SRF/SRR series FDTC/
FDUM/FDE series

SC-BIKN2-E

SC-ADNA-E

RC-EX3D
RC-E5

SC-ADNA-E SC-ADNA-E

SC-SL2NA-E
SC-BIKN2-E

RC-EX3D
RC-E5

RC-EX3D
RC-E5

SC-BIKN2-E SC-BIKN2-E

RC-ES1 RC-EX3D

FDTC-VH1, VH 
FDUM50VH
FDE50VH

All indoor units can be compatible with an additional connection point - CnT - to 
connect indoor units to an external ON/OFF switch; e.g. time clock, fire alarm, 
etc.

RC-EX3D
Advanced wired remote control 
The RC-EX3D controller enables extensive access to service and maintenance data 
combined with easy to use full dot LCD backlight display.
All settings are changed by tapping the touch screen panel.
• Economy & Timer:

Peak cut timer. Home Leave Operation. Energy-saving operation.
• Comfort:

Hi power operation. Automatic fan speed. Outdoor silent mode.
• Convenience:

Multi language settings. LCD contrast setting. Function switch. 
External Input/Output Function

• Service:
Error code display. Operation data display. Backup Control.

RC-E5
Wired remote control 

Wired Remote Control (option)

CONTROL OPTION

For wireless control simply insert the infrared receiver kit on a corner of the panel.

H86 x W86 x D17 mm

H120 x W120 x D19 mm

H120 x W120 x D19 mm

Wireless remote control (option)

RCN-KIT4-E2
(FDUM-VH)

RCN-E-E3
(FDE-VH)

RCN-TC-5AW-E3
(FDTC-VH1,VH)

*1 Wired Remote control, SUPERLINK-Ⅱ and CnT can be used but required SC-BIKN2-E connected to CNS and Wireless LAN control function will be no longer available.

*2 Wired Remote control, SUPERLINK-Ⅱ and CnT can be used but required SC-BIKN2-E connected to CNS.

*3 Only compatible with the ZT series.

The RC-E5 controller enables extensive access to service and maintenance 
technical data combined with easy to use functions and a clear LCD display. 
Weekly timer function as standard.

RC-ES1 Stylish wired remote control 

・Stylish and sophisticated design

・Compact size (86×86mm)

・Remote control with Bluetooth® wireless
   technology

Wireless connection

Remote control with Bluetooth® wireless technology.
Easy set-up of indoor units.
Notifications of abnormal conditions or operational data from the 
remote control will be sent to your smartphone.

You can control the air-conditioner 
by installing App on your Smartphone

Search for "M-Air PRO" from the Google PlayTM 

store for AndroidTM and App Store for iPhone. 

Please check the app stores for the latest 
supported OS version information
App Store and iPhone are registered trademark of Apple Inc.
Google Play and the Google Play logo are trademarks of Google LLC. 

“The Bluetooth® word mark and logos are registered trademarks owned 
by Bluetooth SIG, Inc. and any use of such marks by MITSUBISHI 
HEAVY INDUSTRIES THERMAL SYSTEMS, LTD. is under license.

2025

Model Interface
SRK-ZSX-WF*¹, -W
SRK-ZR-WF*¹, -W
SRK-ZS-WF*¹, -W
SRK-ZT-WF*²
SRK-ZTL*¹
SRF-ZS, ZSX
SRR-ZS

SC-BIKN2-E
SC-BIKN2-BL*³

FDTC-VH1, VH
FDUM50VH
FDE50VH 

not required
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SRK63ZR-WF, -W  SRK71ZR-WF, -W  
SRK80ZR-WF, -W  SRK100ZR-WF, -W

SRK20ZSX-WF, -WFB, -WFT, -W  
SRK25ZSX-WF, -WFB, -WFT, -W  
SRK35ZSX-WF, -WFB, -WFT, -W  
SRK50ZSX-WF, -WFB, -WFT, -W  
SRK60ZSX-WF, -WFB, -WFT, -W

SRK15ZTL-W  SRK20ZTL-W  SRK25ZTL-W    
SRK35ZTL-W  SRK50ZTL-W  

SRK15ZS-WF, -WFB, -WFT  
SRK20ZS-WF, -WFB, -WFT, -W  
SRK25ZS-WF, -WFB, -WFT, -W  
SRK35ZS-WF, -WFB, -WFT, -W  
SRK50ZS-WF, -WFB, -WFT, -W 

Hole on wall for right rear piping
Hole on wall for left rear piping

Gas piping

Outlet for piping（on both side）
Drain hose

F
E

C
D

Symbol

A

（ 65）

VP16

Content

（ 65）

SRK15,20,25,35 9.52（3／8"）（Flare）
SRK50 12.7（1／2"）（Flare）

6.35（1／4"）（Flare）Liquid pipingB

Space for installation and service when viewing from the front

530
450

18
5

19
0

43

170
585

13

（Service space）
Unit （Service space）

（
Se

rvi
ce

 sp
ac

e）

Installation board
5.2415.241

100
50

9

47

26
8

47

001
08

210

5555

537
528

SRK 50        :475

（
Se

rvi
ce

 sp
ac

e）

170
210

534534

SRK 15,20,25,35 :469D E AB C

45 45

870

29
0

Outlet for downward piping
（Refer to the top view）

230 3

60
13

Terminal block

60 3535 60

45 F

FF

SRK63ZTL-W
SRK71ZTL-W

Symbol
A Gas piping
B Liquid piping
C Hole on wall for right rear piping
D Hole on wall for left rear piping
E Drain hose
F Outlet for wiring（on both side）
G Outlet for piping（on both side）

φ6.35（1／4"）（Flare）
（φ65）
（φ65）
VP16

φ12.7（1／2"）（Flare）
Content

60 35

45

6035

45

G G

998

29
4

Outlet for downward piping
（Refer to the top view）

230

9

2

60

45 4 F

G

Terminal block

145.5 707 145.5
171.5 655 171.5

222.8552.4222.8
499 499

22
8

39
.5

22
.5

10
.5

27
5.5

8
80

47
10

0

100
50

55

513.4
508.4

579.5

55

47

D CB AE

Space for installation and service when viewing from the front

（
Se

rvi
ce

 sp
ac

e）
（

Se
rvi

ce
 sp

ac
e）

（Service space）
UnitInstallation board （Service space）

Notes（1）The model name label is attached on the 
                      right side of the unit.
           （2）To connect the wired remote control,
                      the interface kit（SC-BIKN2-E）is required.

Notes（1）The model name label is attached
　　 　         on the underside of the indoor unit.
           （2）To connect the wired remote control,
　　 　         the interface kit（SC-BIKN2-E） is required.

Notes（1）The model name label is attached
　　 　         on the underside of the indoor unit.
           （2）To connect the wired remote control,
　　 　         the interface kit（SC-BIKN2-E） is required.

Notes（1）The model name label is attached on the
right side of the indoor unit.

           （2）To connect the wired remote control, the interface kit 
（SC-BIKN2-E or SC-BIKN2-BL） are required.
SC-BIKN2-E is externally mounted interface unit.
SC-BIKN2-BL is internally mounted interface unit.

SRK 15,20,25,35  432.7
SRK 50   438.7

Notes（1）The model name label is attached on the 
                      right side of the unit.
           （2）To connect the wired remote control,
                      the interface kit（SC-BIKN2-E）is required.

Notes（1）The model name label is attached on the 
                      right side of the unit.
           （2）To connect the wired remote control,
                      the interface kit（SC-BIKN2-E）is required.

SRK20ZT-WF, -WFB, -WFT
SRK25ZT-WF, -WFB, -WFT
SRK35ZT-WF, -WFB, -WFT
SRK50ZT-WF, -WFB, -WFT

Symbol

A Gas piping

B Liquid piping
C Hole on wall for right rear piping
D Hole on wall for left rear piping
E Drain hose
F Outlet for wiring（on both side）
G Outlet for piping（on both side）

SRK 20,25,35

SRK 50

φ6.35（1／4"）（Flare）
（φ65）
（φ65）

VP16

φ9.52（3／8"）（Flare）

φ12.7（1／2"）（Flare）

Content

55

47

47

75

479
545
547

Space for installation and service when viewing from the front

80
（

Se
rv

ice
 sp

ac
e）

10
.6

27
0.9

8.510
0
（

Se
rv

ice
 sp

ac
e）100

121.5627121.5

435435

50
（Service space）

（Service space）

Installation board Unit

147 576 147

42
.3

22
0

173 524 173

B E AD C

Outlet for downward piping
（Refer to the top view）

870

29
0

230 3

9
60

50

Terminal block

356035 60

5050

F

G

G G

DIMENSIONS (Unit: mm)
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SRK63ZR-WF, -W  SRK71ZR-WF, -W  
SRK80ZR-WF, -W  SRK100ZR-WF, -W

SRK20ZSX-WF, -WFB, -WFT, -W  
SRK25ZSX-WF, -WFB, -WFT, -W  
SRK35ZSX-WF, -WFB, -WFT, -W  
SRK50ZSX-WF, -WFB, -WFT, -W  
SRK60ZSX-WF, -WFB, -WFT, -W

SRK15ZTL-W  SRK20ZTL-W  SRK25ZTL-W    
SRK35ZTL-W  SRK50ZTL-W  

SRK15ZS-WF, -WFB, -WFT  
SRK20ZS-WF, -WFB, -WFT, -W  
SRK25ZS-WF, -WFB, -WFT, -W  
SRK35ZS-WF, -WFB, -WFT, -W  
SRK50ZS-WF, -WFB, -WFT, -W 

Hole on wall for right rear piping
Hole on wall for left rear piping

Gas piping

Outlet for piping（on both side）
Drain hose

F
E

C
D

Symbol

A

（ 65）

VP16

Content

（ 65）

SRK15,20,25,35 9.52（3／8"）（Flare）
SRK50 12.7（1／2"）（Flare）

6.35（1／4"）（Flare）Liquid pipingB

Space for installation and service when viewing from the front

530
450

18
5

19
0

43

170
585

13

（Service space）
Unit （Service space）

（
Se

rvi
ce

 sp
ac

e）

Installation board
5.2415.241

100
50

9

47

26
8

47

001
08

210

5555

537
528

SRK 50        :475

（
Se

rvi
ce

 sp
ac

e）

170
210

534534

SRK 15,20,25,35 :469D E AB C

45 45

870

29
0

Outlet for downward piping
（Refer to the top view）

230 3

60
13

Terminal block

60 3535 60

45 F

FF

SRK63ZTL-W
SRK71ZTL-W

Symbol
A Gas piping
B Liquid piping
C Hole on wall for right rear piping
D Hole on wall for left rear piping
E Drain hose
F Outlet for wiring（on both side）
G Outlet for piping（on both side）

φ6.35（1／4"）（Flare）
（φ65）
（φ65）
VP16

φ12.7（1／2"）（Flare）
Content

60 35

45

6035

45

G G

998

29
4

Outlet for downward piping
（Refer to the top view）

230

9

2

60

45 4 F

G

Terminal block

145.5 707 145.5
171.5 655 171.5

222.8552.4222.8
499 499

22
8

39
.5

22
.5

10
.5

27
5.5

8
80

47
10

0

100
50

55

513.4
508.4

579.5

55

47

D CB AE

Space for installation and service when viewing from the front

（
Se

rvi
ce

 sp
ac

e）
（

Se
rvi

ce
 sp

ac
e）

（Service space）
UnitInstallation board （Service space）

Notes（1）The model name label is attached on the 
                      right side of the unit.
           （2）To connect the wired remote control,
                      the interface kit（SC-BIKN2-E）is required.

Notes（1）The model name label is attached
　　 　         on the underside of the indoor unit.
           （2）To connect the wired remote control,
　　 　         the interface kit（SC-BIKN2-E） is required.

Notes（1）The model name label is attached
　　 　         on the underside of the indoor unit.
           （2）To connect the wired remote control,
　　 　         the interface kit（SC-BIKN2-E） is required.

Notes（1）The model name label is attached on the
right side of the indoor unit.

           （2）To connect the wired remote control, the interface kit 
（SC-BIKN2-E or SC-BIKN2-BL） are required.
SC-BIKN2-E is externally mounted interface unit.
SC-BIKN2-BL is internally mounted interface unit.

SRK 15,20,25,35  432.7
SRK 50   438.7

Notes（1）The model name label is attached on the 
                      right side of the unit.
           （2）To connect the wired remote control,
                      the interface kit（SC-BIKN2-E）is required.

Notes（1）The model name label is attached on the 
                      right side of the unit.
           （2）To connect the wired remote control,
                      the interface kit（SC-BIKN2-E）is required.

SRK20ZT-WF, -WFB, -WFT
SRK25ZT-WF, -WFB, -WFT
SRK35ZT-WF, -WFB, -WFT
SRK50ZT-WF, -WFB, -WFT

Symbol

A Gas piping

B Liquid piping
C Hole on wall for right rear piping
D Hole on wall for left rear piping
E Drain hose
F Outlet for wiring（on both side）
G Outlet for piping（on both side）

SRK 20,25,35

SRK 50

φ6.35（1／4"）（Flare）
（φ65）
（φ65）

VP16

φ9.52（3／8"）（Flare）

φ12.7（1／2"）（Flare）

Content

55

47

47

75

479
545
547

Space for installation and service when viewing from the front

80
（

Se
rv

ice
 sp

ac
e）

10
.6

27
0.9

8.510
0
（

Se
rv

ice
 sp

ac
e）100

121.5627121.5

435435

50
（Service space）

（Service space）

Installation board Unit

147 576 147

42
.3

22
0

173 524 173

B E AD C

Outlet for downward piping
（Refer to the top view）

870

29
0

230 3

9
60

50

Terminal block

356035 60

5050

F

G

G G

INDOOR UNIT
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SRR50ZS-W   SRR60ZS-W   

SRR25ZS-W   SRR35ZS-W

SRF25ZS-W   SRF35ZS-W   SRF50ZSX-W

D E

G

A
B

C

F

F

FF

60
0

Hole on wall for right rear piping
Hole on wall for left rear piping

Gas piping

Drain hose

Liquid piping

F
E

C
D

B

Symbol

A

（ 65）

VP16

6.35（1／4"）（Flare）

Content

（ 65）

25,35 : 9.52（3／8"）（Flare）
  50   : 12.7（1／2"）（Flare）Model

Outlet for piping（on both side）
Outlet for down piping 

（Refer to the above view）

Space for installation and service when viewing from the front

G
Screw point fasten the indoor unit 5

860 238

15
60

60

10
0

6055

157.276.3 85.3 22.7

18
5

25.530.5

19
8

804

6565

45

58
5

30.5 103.5

58
5

45

83.5 620 156.5

5.2

726

51
4.8

80

211.5255255138.5
54

4.8
20

482.8

15
6.2 20

3

50

70

1084010

50+Service space
（Service space）

35

（
Se

rvi
ce

 sp
ac

e）

12
5

6

10
0

12

Unit
Installation plate

Notes
（1）The model name label is attached on the lid of the control box.
（2）It takes the interface kit（SC-BIKN2-E）to connect the wired
          remote control.

Notes
（1）The model name label is attached on the rightside of the unit.
（2）It takes the interface kit（SC-BIKN2-E）to connect the wired remote control.
（3）In case of wall installation, leave the unit 150mm or less from the floor.

Notes
（1）The model name label is attached on the lid of the control box.
（2）It takes the interface kit（SC-BIKN2-E）to connect the wired 
          remote control.

–

SRK25ZSP-W1  SRK35ZSP-W1  SRK45ZSP-W1  SRK50ZSP-W1
SKM15ZSP-W  SKM20ZSP-W  SKM25ZSP-W  SKM35ZSP-W

Symbol

A

B
C
D
E
F

Gas piping

Liquid piping
Hole on wall for right rear piping
Hole on wall for left rear piping
Drain hose
Outlet for wiring

SRK25,35 SKM15,20,25,35

φ6.35（1／4"）（Flare）
（φ65）
（φ65）
VP16

SRK45,50
φ9.52（3／8"）（Flare）
φ12.7（1／2"）（Flare）

Content

G Outlet for piping（on both side）

※ Service space
Recommendation

65
80

45 16
55

3210

Terminal block F

G

4545

606025 39
GG

69

47

443.5
511.5
546

55

47 7
15

24
7.3

12
.3

※

10050 144.5508130.5

394
455 171

201.5187.5
157

44
.6

19
0

Space for installation and service when viewing from the front

（Service space）（Service space）

Unit

Installation board

（S
erv

ice
 sp

ac
e）

AD CBE

26
7

783

Outlet for downward piping
（Refer to the top view）

Note  The model name label is attached on the underside
           of the indoor unit.

–

DIMENSIONS (Unit: mm)
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SRR50ZS-W   SRR60ZS-W   

SRR25ZS-W   SRR35ZS-W

SRF25ZS-W   SRF35ZS-W   SRF50ZSX-W

D E

G

A
B

C

F

F

FF

60
0

Hole on wall for right rear piping
Hole on wall for left rear piping

Gas piping

Drain hose

Liquid piping

F
E

C
D

B

Symbol

A

（ 65）

VP16

6.35（1／4"）（Flare）

Content

（ 65）

25,35 : 9.52（3／8"）（Flare）
  50   : 12.7（1／2"）（Flare）Model

Outlet for piping（on both side）
Outlet for down piping 

（Refer to the above view）

Space for installation and service when viewing from the front

G
Screw point fasten the indoor unit 5

860 238

15
60

60

10
0

6055

157.276.3 85.3 22.7

18
5

25.530.5

19
8

804

6565

45

58
5

30.5 103.5

58
5

45

83.5 620 156.5

5.2

726

51
4.8

80

211.5255255138.5

54
4.8

20

482.8

15
6.2 20

3

50

70

1084010

50+Service space
（Service space）

35

（
Se

rvi
ce

 sp
ac

e）

12
5

6

10
0

12

Unit
Installation plate

Notes
（1）The model name label is attached on the lid of the control box.
（2）It takes the interface kit（SC-BIKN2-E）to connect the wired
          remote control.

Notes
（1）The model name label is attached on the rightside of the unit.
（2）It takes the interface kit（SC-BIKN2-E）to connect the wired remote control.
（3）In case of wall installation, leave the unit 150mm or less from the floor.

Notes
（1）The model name label is attached on the lid of the control box.
（2）It takes the interface kit（SC-BIKN2-E）to connect the wired 
          remote control.

–

SRK25ZSP-W1  SRK35ZSP-W1  SRK45ZSP-W1  SRK50ZSP-W1
SKM15ZSP-W  SKM20ZSP-W  SKM25ZSP-W  SKM35ZSP-W

Symbol

A

B
C
D
E
F

Gas piping

Liquid piping
Hole on wall for right rear piping
Hole on wall for left rear piping
Drain hose
Outlet for wiring

SRK25,35 SKM15,20,25,35

φ6.35（1／4"）（Flare）
（φ65）
（φ65）
VP16

SRK45,50
φ9.52（3／8"）（Flare）
φ12.7（1／2"）（Flare）

Content

G Outlet for piping（on both side）

※ Service space
Recommendation

65
80

45 16
55

3210

Terminal block F

G

4545

606025 39
GG

69

47

443.5
511.5
546

55

47 7
15

24
7.3

12
.3

※

10050 144.5508130.5

394
455 171

201.5187.5
157

44
.6

19
0

Space for installation and service when viewing from the front

（Service space）（Service space）

Unit

Installation board

（S
erv

ice
 sp

ac
e）

AD CBE

26
7

783

Outlet for downward piping
（Refer to the top view）

Note  The model name label is attached on the underside
           of the indoor unit.

–

INDOOR UNIT
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FDTC25VH1　FDTC35VH1　FDTC40VH　FDTC50VH　FDTC60VH

25.35
40–60

9.52(3/8”(Flare))

PSA(G)E *

*

□
□

400
620

Air supplyAir return grille

–
–

–

–

FDE50VH

Space for installation and service

E

F

Position of top cutout and back cutout

Right side cutout

Remove the cutout using side cutter or similar tool.

Liquid piping
Gas piping

Top cutout
Back cutout
Hole for suspension bolt
Drain piping

B

F
E

1,2

Symbol

D
C

A

PE cover

Content

VP20

Note(1)The model name label is attached on the 
           fan casing inside the air return grille.

Air return grille

C2

C1A B

Air supply

75

110

135

30
8

4040 990

1070

17
3 21
0

5

21
5

2424

690

195

235

271

53

10
9

5268

410135

760 27
31

D

A
B

Drain hose piece (Accessory, 0.3m) unit must take decline of 10mm.

10 53

145

27
40

10
8

20 100

15

175
19120

20

76
Make a space of 4000 or more between the units when installing more than one.

Obstacle

Plate cover

30
0 

or 
mo

re

100 or more

Hole for drain piping (for left back)G

G

drain piping
Hole for

1022 (Suspension bolts pitch)

290 (Suspension bolts pitch)

(Installed on site)

(for left)

5 or more150 or more

(Knock out)

ø12.7 (1/2") (Flare)
ø6.35 (1/4") (Flare)

(M10 or M8)

Note) The slope of drain piping inside the 

C1,C2

C1,C2

FDUM50VH

tapping screws
Holes for 

Return air duct

Drain hose piece
（Accessory）
（Installed on site）

Hole

tapping screw
Holes for 

A Gas piping
B Liquid piping

C1 Drain piping VP25(O.D.32 )

D Hole for wiring
E Suspension bolts (M10)

F
Outside air opening

Air outlet opening
G

Symbol Content
φ12.7(1／2")(Flare)

for ducting

for ducting

(φ150)(Knock out)

(φ125)(Knock out)

Drain piping
C2

（Gravity drainage）
VP20

φ6.35(1／4")(Flare）

H Inspection hole (450X450)

φ170

φ124

φ170

tapping screws
Holes for 4－φ4

（Suspension bolts pitch）

Air supply duct

Control box

60
0

（
Ma

x. 
dr

ain
 lif

t）
or

 le
ss

（Duct dimension）

（
Du

ct 
dim

en
sio

n）

43
17

0
28

47
2

13
5

18 750 18
786

suspension bolt
Hanger plate for 

55 680 55

76

67
58

86
284

152 262

4120
0 

39

65 660 65

13
9

□90

46 002 002 46200

13
071

13

12－φ4

28
0

467

413
471

510
635 3030

10
5

17
5

25
0

（Duct dimension）

（
Du

ct 
dim

en
sio

n）

69

295 – 325

11
3

4－φ4

15
50

（
Su

sp
en

sio
n b

olt
s p

itc
h）

F G

M

N

E

C2

D

A

1C

B
G

F

Note(1) The model name label is attached on the lid of 
the control box.VIEW M

VIEW N

Notes (a) There must not be obstacle to draw
                 out fan unit. For fan unit maintenance, 
                 refer to service manual.
      (b) Install refrigerant pipes,
                 drain pipe, and wiring so as
                 not to cross         marked area.
      (c) The case that pipes are installed to upper (bottom) of fan unit,
                 keep space of 60mm or more to upper (bottom) of unit.

Note (c)

Fan unit

Space for installation and service

or
 m

or
e

or
 m

or
e

or
 m

or
e

or
 m

or
e

（Case 1）      From side of unit

or
 m

or
e

or
 m

or
e

（Case 2）      From bottom of unit

10
0015

0-
20

0

100-200

10
0

Slab

20
20

Note (a)

370Ceiling

Note (b)

60
0

11
00 10

0

Inspection
opening

620

Note (a)

H

Select either of two cases to keep space for installation and services.

DIMENSIONS (Unit: mm)�
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FDTC25VH1　FDTC35VH1　FDTC40VH　FDTC50VH　FDTC60VH

25.35
40–60

9.52(3/8”(Flare))

PSA(G)E *

*

□
□

400
620

Air supplyAir return grille

–
–

–

–

FDE50VH

Space for installation and service

E

F

Position of top cutout and back cutout

Right side cutout

Remove the cutout using side cutter or similar tool.

Liquid piping
Gas piping

Top cutout
Back cutout
Hole for suspension bolt
Drain piping

B

F
E

1,2

Symbol

D
C

A

PE cover

Content

VP20

Note(1)The model name label is attached on the 
           fan casing inside the air return grille.

Air return grille

C2

C1A B

Air supply

75

110

135

30
8

4040 990

1070

17
3 21
0

5

21
5

2424

690

195

235

271

53

10
9

5268

410135

760 27
31

D

A
B

Drain hose piece (Accessory, 0.3m) unit must take decline of 10mm.

10 53

145

27
40

10
8

20 100

15

175
19120

20

76
Make a space of 4000 or more between the units when installing more than one.

Obstacle

Plate cover

30
0 

or 
mo

re

100 or more

Hole for drain piping (for left back)G

G

drain piping
Hole for

1022 (Suspension bolts pitch)

290 (Suspension bolts pitch)

(Installed on site)

(for left)

5 or more150 or more

(Knock out)

ø12.7 (1/2") (Flare)
ø6.35 (1/4") (Flare)

(M10 or M8)

Note) The slope of drain piping inside the 

C1,C2

C1,C2

FDUM50VH

tapping screws
Holes for 

Return air duct

Drain hose piece
（Accessory）
（Installed on site）

Hole

tapping screw
Holes for 

A Gas piping
B Liquid piping

C1 Drain piping VP25(O.D.32 )

D Hole for wiring
E Suspension bolts (M10)

F
Outside air opening

Air outlet opening
G

Symbol Content
φ12.7(1／2")(Flare)

for ducting

for ducting

(φ150)(Knock out)

(φ125)(Knock out)

Drain piping
C2

（Gravity drainage）
VP20

φ6.35(1／4")(Flare）

H Inspection hole (450X450)

φ170

φ124

φ170

tapping screws
Holes for 4－φ4

（Suspension bolts pitch）

Air supply duct

Control box

60
0

（
Ma

x. 
dr

ain
 lif

t）
or

 le
ss

（Duct dimension）

（
Du

ct 
dim

en
sio

n）

43
17

0
28

47
2

13
5

18 750 18
786

suspension bolt
Hanger plate for 

55 680 55

76

67
58

86
284

152 262

4120
0 

39

65 660 65

13
9

□90

46 002 002 46200

13
071

13

12－φ4

28
0

467

413
471

510
635 3030

10
5

17
5

25
0

（Duct dimension）

（
Du

ct 
dim

en
sio

n）

69

295 – 325

11
3

4－φ4

15
50

（
Su

sp
en

sio
n b

olt
s p

itc
h）

F G

M

N

E

C2

D

A

1C

B
G

F

Note(1) The model name label is attached on the lid of 
the control box.VIEW M

VIEW N

Notes (a) There must not be obstacle to draw
                 out fan unit. For fan unit maintenance, 
                 refer to service manual.
      (b) Install refrigerant pipes,
                 drain pipe, and wiring so as
                 not to cross         marked area.
      (c) The case that pipes are installed to upper (bottom) of fan unit,
                 keep space of 60mm or more to upper (bottom) of unit.

Note (c)

Fan unit

Space for installation and service

or
 m

or
e

or
 m

or
e

or
 m

or
e

or
 m

or
e

（Case 1）      From side of unit

or
 m

or
e

or
 m

or
e

（Case 2）      From bottom of unit

10
0015

0-
20

0

100-200

10
0

Slab

20
20

Note (a)

370Ceiling

Note (b)

60
0

11
00 10

0

Inspection
opening

620

Note (a)

H

Select either of two cases to keep space for installation and services.

INDOOR UNIT
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SRC20ZS-W   SRC25ZS-W2   SRC35ZS-W2

SRC20ZT-W, -WB   SRC25ZT-W, -WB   SRC35ZT-W, -WB

SRC50ZT-W, -WB

M10-12

L2
L3
L4

L1
100 or more
80 or more

250 or more

280 or more
Installation space

Notes
    （1）The unit must not be surrounded by walls on the four sides.
    （2）The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    （3）If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    （4）Leave 200mm or more space above the unit.
    （5）The wall height on the outlet side should be 1200mm or less.
    （6）The model name label is attached on the right side of the unit.

SRC20ZSX-W   SRC25ZSX-W   SRC35ZSX-W   SRC40ZSX-W1   SRC50ZSX-W3,-W2   
SRC60ZSX-W3,-W1   SRC63ZR-W   SRC63ZTL-W   SRC71ZTL-W

SRC50ZS-W   SRC50ZTL-W   SRC45ZSP-W1   SRC50ZSP-W1

M10-12

20,25,35    9.52(3/8”)(Flare)
40,50,60,63,71    12.7(1/2”)(Flare)

M10-12

L2
L3
L4

L1
100 or more
80 or more

250 or more

280 or more
Installation space

ZR
ZTL

ZSX
94.5
94.5

93

AA AB

71.2

71
71

* The ZSX / ZR series does not have fin guard.

Terminal block 

Service cover

A

C

B

40°
40°

33.5148.4

AA
42

.5

64
0

12
.4

Slot hole

D E

E

800

89 510 201

327.3

83
.5

29
0

43
.5

327.3 50.6
12

24
.3

31
2.5

14
.8

AB

17.9

35
1.6

38.6

90
.6

520.6 161

35
.6

21.9

2-12X16

2-R

16
.4

11.5

20

Notes
    （1）The unit must not be surrounded by walls on the four sides.
    （2）The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    （3）If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    （4）Leave 200mm or more space above the unit.
    （5）The wall height on the outlet side should be 1200mm or less.
    （6）The model name label is attached on the right side of the unit.

Notes
    （1）The unit must not be surrounded by walls on the four sides.
    （2）The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    （3）If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    （4）Leave 200mm or more space above the unit.
    （5）The wall height on the outlet side should be 1200mm or less.
    （6）The model name label is attached on the right side of the unit.

Notes
    (1) The unit must not be surrounded by walls on the four sides.
    (2) The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    (3) If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    (4) Leave 200mm or more space above the unit.
    (5) The wall height on the outlet side should be 1200mm or less.
    (6) The model name label is attached on the right side of the unit.
 

2-12×16
Slot hole

2-R63
.4

390.6

390.6
111.6 510 158.4

780 61.9
17.9

14
.8

31
2.5

24
.3

35
1.6

50.6
12

29
0

20

14.6

16
.469
.4

EDE

2-12×16
Slot hole

2-R63
.4

390.6

390.6

69
.4

111.6 510 158.4
780 61.9

17.9

14
.8

31
2.5

24
.3

35
1.6

50.6
12

29
0

20

14.6

16
.4

EDE

φ12.7（1／2"）（Flare）
Content

C Pipe／cable draw-out hole
D
E Anchor bolt hole

Drain discharge hole

Symbol

B
A Service valve connection（gas side）

M10-12 × 4 places
φ20 × 2 places

Service valve connection（liquid side） φ6.35（1／4"）（Flare） L2
L3
L4

L1
100 or more
80 or more

250 or more

280 or more
Installation space

L2

Inlet

Outlet

Inlet L3

L1

Service
space(         )

L4

40°

33.5

40°

138.4

Terminal block

C

B

A

2-12X16
Slot hole

63
.4

390.6

390.6

111.6 510 158.4
780 61.9

17.9

14
.8

31
2.5

24
.3

35
1.6

50.6
12

29
0

20

13

16
.469
.4

2-R

21.9

EDE

L2
L3
L4

L1
100
80

250

280
Installation space

or more
or more
or more
or more

φ9.52（3／8"）（Flare）
Content

C Pipe／cable draw-out hole
D
E Anchor bolt hole

Drain discharge hole

Symbol

B
A Service valve connection（gas side）

M10-12 × 4 places
φ20 × 2 places

Service valve connection（liquid side） φ6.35（1／4"）（Flare）

L2

Inlet

Outlet

Inlet L3

L1

Service
space(         )

L4

97
.7

42
.5

15
.8

54
0

Terminal block

40°
40°

138.4 33.5

A

B

C

2-12X16
Slot hole

63
.4

390.6

69
.4

61.9
17.9

50.6
12

29
0

20

13

2-R

14
.8

31
2.5

24
.3

35
1.6

16
.4390.6

111.6 510 158.4
780

EDE

M10-12

L2
L3
L4

L1
100 or more
80 or more

250 or more

280 or more
Installation space

SRC15ZTL-W   SRC20ZTL-W   SRC25ZTL-W   SRC35ZTL-W
SRC25ZSP-W1   SRC35ZSP-W1

Notes
（1） The unit must not be surrounded by walls on the four sides.
（2） The unit must be fixed with anchor bolts.
           An anchor bolt must not protrude more than 15mm.　
（3） If the unit is installed in the location where there is a possibility of
           strong winds, place the unit such that the direction of air from the
           outlet gets perpendicular to the wind direction.
（4） Leave 200mm or more space above the unit.
（5） The wall height on the outlet side should be 1200mm or less.
（6） The model name label is attached on the right side of the unit.

2-12X16
Slot hole

2-R

97
.7

42
.5

15
.8

59
5

Notes
    (1) The unit must not be surrounded by walls on the four sides.
    (2) The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    (3) If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    (4) Leave 200mm or more space above the unit.
    (5) The wall height on the outlet side should be 1200mm or less.
    (6) The model name label is attached on the right side of the unit.
 

φ12.7（1／ 2"） （Flare）

DIMENSIONS (Unit: mm)
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SRC20ZS-W   SRC25ZS-W2   SRC35ZS-W2

SRC20ZT-W, -WB   SRC25ZT-W, -WB   SRC35ZT-W, -WB

SRC50ZT-W, -WB

M10-12

L2
L3
L4

L1
100 or more
80 or more

250 or more

280 or more
Installation space

Notes
    （1）The unit must not be surrounded by walls on the four sides.
    （2）The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    （3）If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    （4）Leave 200mm or more space above the unit.
    （5）The wall height on the outlet side should be 1200mm or less.
    （6）The model name label is attached on the right side of the unit.

SRC20ZSX-W   SRC25ZSX-W   SRC35ZSX-W   SRC40ZSX-W1   SRC50ZSX-W3,-W2   
SRC60ZSX-W3,-W1   SRC63ZR-W   SRC63ZTL-W   SRC71ZTL-W

SRC50ZS-W   SRC50ZTL-W   SRC45ZSP-W1   SRC50ZSP-W1

M10-12

20,25,35    9.52(3/8”)(Flare)
40,50,60,63,71    12.7(1/2”)(Flare)

M10-12

L2
L3
L4

L1
100 or more
80 or more

250 or more

280 or more
Installation space

ZR
ZTL

ZSX
94.5
94.5

93

AA AB

71.2

71
71

* The ZSX / ZR series does not have fin guard.

Terminal block 

Service cover

A

C

B

40°
40°

33.5148.4

AA
42

.5

64
0

12
.4

Slot hole

D E

E

800

89 510 201

327.3

83
.5

29
0

43
.5

327.3 50.6
12

24
.3

31
2.5

14
.8

AB

17.9

35
1.6

38.6

90
.6

520.6 161

35
.6

21.9

2-12X16

2-R

16
.4

11.5

20

Notes
    （1）The unit must not be surrounded by walls on the four sides.
    （2）The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    （3）If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    （4）Leave 200mm or more space above the unit.
    （5）The wall height on the outlet side should be 1200mm or less.
    （6）The model name label is attached on the right side of the unit.

Notes
    （1）The unit must not be surrounded by walls on the four sides.
    （2）The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    （3）If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    （4）Leave 200mm or more space above the unit.
    （5）The wall height on the outlet side should be 1200mm or less.
    （6）The model name label is attached on the right side of the unit.

Notes
    (1) The unit must not be surrounded by walls on the four sides.
    (2) The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    (3) If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    (4) Leave 200mm or more space above the unit.
    (5) The wall height on the outlet side should be 1200mm or less.
    (6) The model name label is attached on the right side of the unit.
 

2-12×16
Slot hole

2-R63
.4

390.6

390.6
111.6 510 158.4

780 61.9
17.9

14
.8

31
2.5

24
.3

35
1.6

50.6
12

29
0

20

14.6

16
.469
.4

EDE

2-12×16
Slot hole

2-R63
.4

390.6

390.6

69
.4

111.6 510 158.4
780 61.9

17.9

14
.8

31
2.5

24
.3

35
1.6

50.6
12

29
0

20

14.6

16
.4

EDE

φ12.7（1／2"）（Flare）
Content

C Pipe／cable draw-out hole
D
E Anchor bolt hole

Drain discharge hole

Symbol

B
A Service valve connection（gas side）

M10-12 × 4 places
φ20 × 2 places

Service valve connection（liquid side） φ6.35（1／4"）（Flare） L2
L3
L4

L1
100 or more
80 or more

250 or more

280 or more
Installation space

L2

Inlet

Outlet

Inlet L3

L1

Service
space(         )

L4

40°

33.5

40°

138.4

Terminal block

C

B

A

2-12X16
Slot hole

63
.4

390.6

390.6

111.6 510 158.4
780 61.9

17.9

14
.8

31
2.5

24
.3

35
1.6

50.6
12

29
0

20

13

16
.469
.4

2-R

21.9

EDE

L2
L3
L4

L1
100
80

250

280
Installation space

or more
or more
or more
or more

φ9.52（3／8"）（Flare）
Content

C Pipe／cable draw-out hole
D
E Anchor bolt hole

Drain discharge hole

Symbol

B
A Service valve connection（gas side）

M10-12 × 4 places
φ20 × 2 places

Service valve connection（liquid side） φ6.35（1／4"）（Flare）

L2

Inlet

Outlet

Inlet L3

L1

Service
space(         )

L4

97
.7

42
.5

15
.8

54
0

Terminal block

40°
40°

138.4 33.5

A

B

C

2-12X16
Slot hole

63
.4

390.6

69
.4

61.9
17.9

50.6
12

29
0

20

13

2-R

14
.8

31
2.5

24
.3

35
1.6

16
.4390.6

111.6 510 158.4
780

EDE

M10-12

L2
L3
L4

L1
100 or more
80 or more

250 or more

280 or more
Installation space

SRC15ZTL-W   SRC20ZTL-W   SRC25ZTL-W   SRC35ZTL-W
SRC25ZSP-W1   SRC35ZSP-W1

Notes
（1） The unit must not be surrounded by walls on the four sides.
（2） The unit must be fixed with anchor bolts.
           An anchor bolt must not protrude more than 15mm.　
（3） If the unit is installed in the location where there is a possibility of
           strong winds, place the unit such that the direction of air from the
           outlet gets perpendicular to the wind direction.
（4） Leave 200mm or more space above the unit.
（5） The wall height on the outlet side should be 1200mm or less.
（6） The model name label is attached on the right side of the unit.

2-12X16
Slot hole

2-R

97
.7

42
.5

15
.8

59
5

Notes
    (1) The unit must not be surrounded by walls on the four sides.
    (2) The unit must be fixed with anchor bolts. An anchor bolt must not 

protrude more than 15mm.
    (3) If the unit is installed in the location where there is a possibility of 

strong winds, place the unit such that the direction of air from the 
outlet gets perpendicular to the wind direction.

    (4) Leave 200mm or more space above the unit.
    (5) The wall height on the outlet side should be 1200mm or less.
    (6) The model name label is attached on the right side of the unit.
 

φ12.7（1／ 2"） （Flare）

OUTDOOR UNIT
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SCM30ZS-W
SCM40ZS-W  SCM45ZS-W

SCM41ZS-W  SCM50ZS-W  SCM60ZS-W

SCM71ZS-W  SCM80ZS-W

Symbol Content
A Service valve connection（gas side） φ9.52（3／8"） （Flare）
B Service valve connection（liquid side） φ6.35（1／4"） （Flare）
C Pipe／cable draw-out hole
D Drain discharge hole φ20 x 3 places
E Anchor bolt hole M10 x 4 places

15
60

38
0

19
41

8

73880
150 580 150 26

34
0

2-R7.5
223

47
.5

310

61

61

11
0.4

52

24
75

0

21
4.4

52
31

8.4
52

42
2.4

52

20

D

E

Terminal block

185 10

CB
A

64
0

15 10
0.3

42
.7

21
1

42
.7

32
1.7

42
.7

Symbol Content
A Service valve connection（gas side） φ9.52（3／8"） （Flare）
B Service valve connection（liquid side） φ6.35（1／4"） （Flare）
C Pipe／cable draw-out hole
D Drain discharge hole φ20 x 3 places
E Anchor bolt hole M10-12 x 4 places

124.1 34.6

20°
20°20°

20°

20°
20°

Service panel
Terminal block

B
A
C L2

Inlet

Outlet

Inlet L3

L1

Service
space(      )

L4

L2
L3
L4

L1
100 or more
100or more
No obstacles
（Service space or
  electrical parts）

600 or more
Installation space

Minimum installation space

SRC71ZR-W   SRC80ZR-W

FDC100VNP-W

Notes
（1）The unit must not be surrounded by walls on the four sides.
（2）The unit must be fixed with anchor bolts. An anchor bolt must not protrude 
          more  than 15mm.
（3）If the unit is installed in the location where there is a possibility of strong winds, 

place the unit such that the direction of air from the outlet gets perpendicular to 
the wind direction.

（4）Leave 200mm or more space above the unit.
（5）The wall height on the outlet side should be 1200mm or less.
（6）The model name label is attached on the rear panel.

286.4

43
.5

D EE
50

12

13
.5

34
0

31
2.5

14

14
.6

2-12x16
Slot hole

136.9 17.9
65

510
850 Terminal block10

203.1

476

49
.621

29
0

Symbol Content
A Service valve connection（gas side） φ15.88（5／8"）（Flare）
B Service valve connection（liquid side） φ6.35（1／4"）（Flare）
C Pipe／cable draw-out hole
D Drain discharge hole φ20 x 3 places
E Anchor bolt hole M10 x 4 places

L1

L3Intake
L2

Intake

Outlet

（Service space）
L4

Minimum installation space

L2
L3
L4

L1
300
100
250

Open

Ｉ Ⅱ

Open

250
100

500

Ⅲ

Open

250
150
250

Examples of

Dimensions
 installation

24

75
0

10
3.5

48
.5

15
60

38
0

19
41

8

880
150 580 150

27

34
0

2-R7.5
223

47
.5

310

61

61 20

88
30

D

E

Terminal block

Service panel

165.5 25

30°
30°

C
B

A

Notes
（1）It must not be surrounded by walls on four sides.
（2）The unit must be fixed with anchor bolts. An anchor bolt must not protrude 

more than 15mm.
（3） Where the unit is subjected to strong winds, lay it in such a direction that the 

blower outlet faces perpendicularly to the dominant wind direction.
（4） Leave 1m or more space above the unit.
（5） A wall in front of the blower outlet must not exceed the unit's height.
（6）The model name label is attached on the lower right corner of the front panel.

Outlet

Inlet

Inlet

DIMENSIONS (Unit: mm)
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SCM30ZS-W
SCM40ZS-W  SCM45ZS-W

SCM41ZS-W  SCM50ZS-W  SCM60ZS-W

SCM71ZS-W  SCM80ZS-W

Symbol Content
A Service valve connection（gas side） φ9.52（3／8"） （Flare）
B Service valve connection（liquid side） φ6.35（1／4"） （Flare）
C Pipe／cable draw-out hole
D Drain discharge hole φ20 x 3 places
E Anchor bolt hole M10 x 4 places

15
60

38
0

19
41

8

73880
150 580 150 26

34
0

2-R7.5
223

47
.5

310

61

61

11
0.4

52

24
75

0

21
4.4

52
31

8.4
52

42
2.4

52

20

D

E

Terminal block

185 10

CB
A

64
0

15 10
0.3

42
.7

21
1

42
.7

32
1.7

42
.7

Symbol Content
A Service valve connection（gas side） φ9.52（3／8"） （Flare）
B Service valve connection（liquid side） φ6.35（1／4"） （Flare）
C Pipe／cable draw-out hole
D Drain discharge hole φ20 x 3 places
E Anchor bolt hole M10-12 x 4 places

124.1 34.6

20°
20°20°

20°

20°
20°

Service panel
Terminal block

B
A
C L2

Inlet

Outlet

Inlet L3

L1

Service
space(      )

L4

L2
L3
L4

L1
100 or more
100or more
No obstacles
（Service space or
  electrical parts）

600 or more
Installation space

Minimum installation space

SRC71ZR-W   SRC80ZR-W

FDC100VNP-W

Notes
（1）The unit must not be surrounded by walls on the four sides.
（2）The unit must be fixed with anchor bolts. An anchor bolt must not protrude 
          more  than 15mm.
（3）If the unit is installed in the location where there is a possibility of strong winds, 

place the unit such that the direction of air from the outlet gets perpendicular to 
the wind direction.

（4）Leave 200mm or more space above the unit.
（5）The wall height on the outlet side should be 1200mm or less.
（6）The model name label is attached on the rear panel.

286.4

43
.5

D EE
50

12

13
.5

34
0

31
2.5

14

14
.6

2-12x16
Slot hole

136.9 17.9
65

510
850 Terminal block10

203.1

476

49
.621

29
0

Symbol Content
A Service valve connection（gas side） φ15.88（5／8"）（Flare）
B Service valve connection（liquid side） φ6.35（1／4"）（Flare）
C Pipe／cable draw-out hole
D Drain discharge hole φ20 x 3 places
E Anchor bolt hole M10 x 4 places

L1

L3Intake
L2

Intake

Outlet

（Service space）
L4

Minimum installation space

L2
L3
L4

L1
300
100
250

Open

Ｉ Ⅱ

Open

250
100

500

Ⅲ

Open

250
150
250

Examples of

Dimensions
 installation

24

75
0

10
3.5

48
.5

15
60

38
0

19
41

8

880
150 580 150

27

34
0

2-R7.5
223

47
.5

310

61

61 20

88
30

D

E

Terminal block

Service panel

165.5 25

30°
30°

C
B

A

Notes
（1）It must not be surrounded by walls on four sides.
（2）The unit must be fixed with anchor bolts. An anchor bolt must not protrude 

more than 15mm.
（3） Where the unit is subjected to strong winds, lay it in such a direction that the 

blower outlet faces perpendicularly to the dominant wind direction.
（4） Leave 1m or more space above the unit.
（5） A wall in front of the blower outlet must not exceed the unit's height.
（6）The model name label is attached on the lower right corner of the front panel.

Outlet

Inlet

Inlet

OUTDOOR UNIT
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DIMENSIONS (Unit: mm)� OUTDOOR UNIT

262.8 325
2-R7.5

76
15

76
15

（2
0）

41
0

20
40

55

20

60
190

970 73
580 200 26

170 10

300
150
250

Open
Open

250
150

500Open

250
300

5

Notes
（1）It must not be surrounded by walls on four sides.
（2）The unit must be fixed with anchor bolts.

An anchor bolt must not protrude more than 15mm.
（3）Where the unit is subjected to strong winds,

 lay it in such a direction that the blower outlet faces
 perpendicularly to the dominant wind direction.

（4）Leave 1.2m or more space above the unit.
（5）A wall in front of the blower outlet must not exceed the unit's height.

Terminal block Rear panel

Minimum installation space

E

D

B

A

C

Inlet

Inlet

Outlet

（Service space
for electrical
parts）

L2 L4

L1

L3

φ9.52（3／8"）（Flare）
Content

C Pipe／cable draw-out hole
D
E Anchor bolt hole

Drain discharge hole

Symbol

B
A Service valve connection（gas side）

M10-12 × 4places
φ20 × 3places

Service valve connection（liquid side） φ6.35（1／4"）（Flare）

The height of a wall is 1200mm or less

L2
L3

L1

Ｉ Ⅱ Ⅲ
Examples of

Dimensions
 installation

L4

SCM100ZS-W

94
5

52
115

.2 21
9.2

52
52

52
52

53
1.2

42
7.2

32
3.2

10

SCM125ZM-S

B

A
C

E

D

L1

L3

Intake

Outlet

Intake

Minimum installation space

space
Service

Notes
（1） It must not be surrounded by walls on the four sides.
（2）The unit must be fixed with anchor bolts. An anchor bolt must not
         protrude more than 15mm.
（3） Where the unit is subject to strong winds, lay it in such
         a direction that the blower outlet faces perpendicularly
         to the dominant wind direction.
（4） Leave 1m or more space above the unit.
（5） A wall in front of the blower outlet must not exceed the units height.
（6）The model name label is attached on the rear panel.

φ9.52（3／8"）（Flare）
Content

C Pipe／cable draw-out hole
D
E Anchor bolt hole

Drain discharge hole

Symbol

B
A Service valve connection（gas side）

M10×4places
φ20×3places

Service valve connection（liquid side）φ6.35（1／4"）（Flare）

L2
L3

L1
300
150

Open

Ｉ Ⅱ

Open
150

500

Ⅲ

Open

300
5

Examples of

Dimensions
 installation

L2
No obstacles
（Service space

for electrical
parts）

580
76

190
60

55

20

200

262.8 325

94
5

41
0

40
37

0
40

20

52
115

.2 21
9.2

52
52

52
52

53
1.2

42
7.2

32
3.2

26
970

10170

15

52
63

5.2

15

10

73 Terminal block Rear panel
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ENERGY LABEL − FOR EU/EEA AREA ONLY −

No.626/2011 of 4 May 2011: 

energy labeling of air-conditioners 

(below cooling capacity 12kW).

 

No.206/2012 of 6 March 2012: requirement for air-conditioners 

and comfort fans.

Seasonal efficiency is the method of rating the true efficiency of 

heating and cooling products over an entire year.

Set by the EU's new regulation implementing Eco-Design 

Directive for Energy related Product (ErP) which specifies the 

minimum efficiency of air-conditioners manufacturers must 

integrate into their products.

The Seasonal Efficiency rating system that must be used for 

heating and cooling by all manufacturers are;

SEER - Seasonal Efficiency Ratio (value in cooling) 

SCOP - Seasonal Coefficient of Performance (value in heating)

The rating system will indicate the true efficiency of the energy 

using product at specified condition.

ENERGY EFFICIENT AND ENVIRONMENTALLY CONSCIOUS

SEER and SCOP is defined in European regulations listed below.

RoHS:Restriction of Hazardous substances
In order to avoid the release of hazardous substances into 

the environment, all models have utilised lead-free solder 

application. It has been considered to be difficult to use lead-

free solder for practical applications because it requires higher 

solder temperatures at assembly, which can jeopardize reliability. 

However our PbF soldering method can produce a higher quality 

lead-free printed circuit board.

Employment of  
All models use refrigerant R32 or R410A characterized by the 

ozone depletion coefficient being 0. 

Excellent Energy Saving
High performance and excellent energy savings are achieved 

at the same time by heat exchanger's increased capacity and 

employment of high efficiency DC motor.

Adapted to RoHS directive

Employment of lead-free solder
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ENERGY EFFICIENT AND ENVIRONMENTALLY CONSCIOUS

Based on European regulations listed below, please refer the following specification table.

Single-split
Indoor unit SRK20ZSX-WF*1 SRK25ZSX-WF*1 SRK35ZSX-WF*1 SRK50ZSX-WF*1 SRK60ZSX-WF*1 SRK20ZSX-W SRK25ZSX-W

Outdoor unit SRC20ZSX-W SRC25ZSX-W SRC35ZSX-W SRC50ZSX-W2,-W3 SRC60ZSX-W1,-W3 SRC20ZSX-W SRC25ZSX-W

Energy class (cooling/heating) A+++/A+++ A+++/A+++ A+++/A+++ A++/A++ A++/A++ A+++/A+++ A+++/A+++

SEER 10.00 10.30 9.50 8.30 7.80 10.00 10.30

SCOP (Average climate) 5.20 5.20 5.10 4.70 4.70 5.20 5.20

Pdesign (cooling/heating(@-10°C)) kW 2.00/2.80 2.50/3.00 3.50/3.40 5.00/4.50 6.10/5.20 2.00/2.80 2.50/3.00

Annual electricity consumption (cooling/heating) kWh/a 70/754 85/808 129/934 211/1341 274/1551 70/754 85/808

Designated heating season Average

Indoor unit SRK35ZSX-W SRK50ZSX-W SRK60ZSX-W SRK63ZR-WF SRK71ZR-WF SRK80ZR-WF SRK100ZR-WF

Outdoor unit SRC35ZSX-W SRC50ZSX-W2,-W3 SRC60ZSX-W1,-W3 SRC63ZR-W SRC71ZR-W SRC80ZR-W FDC100VNP-W

Energy class (cooling/heating) A+++/A+++ A++/A++ A++/A++ A++/A++ A++/A+ A++/A+ A++/A+

SEER 9.50 8.30 7.80 8.10 7.40 7.00 6.11

SCOP (Average climate) 5.10 4.70 4.70 4.70 4.50 4.40 4.14

Pdesign (cooling/heating(@-10°C)) kW 3.50/3.40 5.00/4.50 6.10/5.20 6.30/5.40 7.10/6.60 8.00/7.10 9.6/6.0

Annual electricity consumption (cooling/heating) kWh/a 129/934 211/1341 274/1551 273/1608 337/2055 401/2259 551/2028

Designated heating season Average

Indoor unit SRK63ZR-W SRK71ZR-W SRK80ZR-W SRK100ZR-W SRK20ZT-WF*1 SRK25ZT-WF*1 SRK35ZT-WF*1

Outdoor unit SRC63ZR-W SRC71ZR-W SRC80ZR-W FDC100VNP-W SRC20ZT-W*1 SRC25ZT-W*1 SRC35ZT-W*1

Energy class (cooling/heating) A++/A++ A++/A+ A++/A+ A++/A+ A+++/A++ A+++/A++ A+++/A++

SEER 8.10 7.40 7.00 6.11 9.50 9.50 8.70

SCOP (Average climate) 4.70 4.50 4.40 4.14 5.10 5.10 4.90

Pdesign (cooling/heating(@-10°C)) kW 6.30/5.40 7.10/6.60 8.00/7.10 9.6/6.0 2.00/2.60 2.50/2.70 3.50/3.00

Annual electricity consumption (cooling/heating) kWh/a 273/1608 337/2055 401/2259 551/2028 74/714 93/741 141/858

Designated heating season Average

Indoor unit SRK50ZT-WF*1 SRK20ZS-WF*1 SRK25ZS-WF*1 SRK35ZS-WF*1 SRK50ZS-WF*1 SRK20ZS-W SRK25ZS-W

Outdoor unit SRC50ZT-W*1 SRC20ZS-W SRC25ZS-W2 SRC35ZS-W2 SRC50ZS-W SRC20ZS-W SRC25ZS-W2

Energy class (cooling/heating) A++/A++ A+++/A++ A+++/A++ A++/A++ A++/A++ A+++/A++ A+++/A++

SEER 7.50 8.50 8.50 8.40 7.00 8.50 8.50

SCOP (Average climate) 4.70 4.60 4.70 4.70 4.60 4.60 4.70

Pdesign (cooling/heating(@-10°C)) kW 5.00/3.80 2.00/2.60 2.50/2.70 3.50/3.00 5.00/3.80 2.00/2.60 2.50/2.70

Annual electricity consumption (cooling/heating) kWh/a 234/1133 83/793 103/804 146/895 250/1158 83/793 103/804

Designated heating season Average

Indoor unit SRK35ZS-W SRK50ZS-W SRK15ZTL-W SRK20ZTL-W SRK25ZTL-W SRK35ZTL-W SRK50ZTL-W

Outdoor unit SRC35ZS-W2 SRC50ZS-W SRC15ZTL-W SRC20ZTL-W SRC25ZTL-W SRC35ZTL-W SRC50ZTL-W

Energy class (cooling/heating) A++/A++ A++/A++ A++/A+ A++/A+ A++/A++ A++/A++ A++/A+

SEER 8.40 7.00 6.40 6.70 6.90 6.50 6.50

SCOP (Average climate) 4.70 4.60 4.40 4.40 4.70 4.70 4.30

Pdesign (cooling/heating(@-10°C)) kW 3.50/3.00 5.00/3.80 1.50/2.30 2.00/2.40 2.50/2.70 3.50/2.80 5.00/4.00

Annual electricity consumption (cooling/heating) kWh/a 146/895 250/1158 83/732 105/764 127/804 189/835 270/1302

Designated heating season Average

Indoor unit SRK63ZTL-W SRK71ZTL-W SRK25ZSP-W1 SRK35ZSP-W1 SRK45ZSP-W1 SRK50ZSP-W1

Outdoor unit SRC63ZTL-W SRC71ZTL-W SRC25ZSP-W1 SRC35ZSP-W1 SRC45ZSP-W1 SRC50ZSP-W1

Energy class (cooling/heating) A++/A++ A++/A+ A++/A+ A++/A+ A++/A+ A++/A+

SEER 7.50 7.10 6.90 7.30 6.40 6.30

SCOP (Average climate) 4.60 4.40 4.10 4.50 4.20 4.20

Pdesign (cooling/heating(@-10°C)) kW 6.30/5.30 7.10/6.20 2.50/2.70 3.20/2.80 4.50/3.80 5.00/3.80

Annual electricity consumption (cooling/heating) kWh/a 295/1615 351/1972 127/923 154/872 247/1266 278/1266

Designated heating season Average

*1 The colour variation type has the same value.

*SEER/SCOP are based on EN14825:2016 and Commission regulation (EU) No.2016/2281. Temperature conditions for calculating SCOP are based on "Average climate".
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Indoor unit SRF25ZS-W SRF35ZS-W SRF50ZSX-W SRR25ZS-W SRR35ZS-W SRR50ZS-W SRR60ZS-W

Outdoor unit SRC25ZS-W2 SRC35ZS-W2 SRC50ZSX-W2,-W3 SRC25ZS-W2 SRC35ZS-W2 SRC50ZSX-W3 SRC60ZSX-W3

Energy class (cooling/heating) A++/A+ A++/A++ A++/A++ A++/A+ A++/A+ A++/A+ A++/A+

SEER 7.40 8.10 7.50 6.60 6.80 6.50 6.20

SCOP (Average climate) 4.00 4.70 4.60 4.10 4.50 4.40 4.30

Pdesign (cooling/heating(@-10°C)) kW 2.50/2.40 3.50/2.90 5.00/4.10 2.50/2.50 3.50/3.10 5.00/4.50 5.60/5.20

Annual electricity consumption (cooling/heating) kWh/a 119/840 152/864 234/1247 133/853 181/966 270/1431 316/1692

Designated heating season Average

Indoor unit FDTC25VH1 FDTC35VH1 FDTC40VH FDTC50VH FDTC60VH

Outdoor unit SRC25ZS-W2 SRC35ZS-W2 SRC40ZSX-W1 SRC50ZSX-W2,-W3 SRC60ZSX-W1,-W3

Energy class (cooling/heating) A++/A+ A++/A++ A++/A+ A++/A+ A++/A+

SEER 6.80 7.10 6.94 6.52 6.45

SCOP (Average climate) 4.00 4.60 4.37 4.30 4.10

Pdesign (cooling/heating(@-10°C)) kW 2.50/2.40 3.50/2.90 4.0/4.0 5.0/4.3 5.6/5.1

Annual electricity consumption (cooling/heating) kWh/a 129/840 173/883 202/1283 269/1401 304/1744

Designated heating season Average

Multi-split System
Indoor unit SRK15ZS-WF

 x 2
SRK20ZSX-W

 x 2
SRK20ZSX-W
SRK25ZSX-W

SRK15ZS-WF
 x 3

SRK20ZSX-W
 x 3

SRK20ZSX-W
 x 4

Outdoor unit SCM30ZS-W SCM40ZS-W SCM45ZS-W SCM41ZS-W SCM50ZS-W SCM60ZS-W SCM71ZS-W

Energy class (cooling/heating) A+++/A++ A+++/A++ A+++/A++ A+++/A++ A+++/A++ A+++/A++ A++/A++

SEER 8.60 9.10 9.10 9.20 8.80 8.80 8.30

SCOP (Average climate) 4.80 4.70 4.70 4.60 4.60 4.60 4.60

Pdesign (cooling/heating(@-10°C)) kW 3.00/3.30 4.00/4.10 4.50/4.10 4.00/3.40 5.00/4.70 6.00/4.70 7.10/6.70

Annual electricity consumption (cooling/heating) kWh/a 123/962 154/1222 174/1222 153/1034 199/1430 239/1430 300/2038

Designated heating season Average

Indoor unit SRK20ZSX-W
 x 4

SRK20ZS-W
 x 5

SRK25ZS-W+
SRK35ZS-W x 3

Outdoor unit SCM80ZS-W SCM100ZS-W SCM125ZM-S*

Energy class (cooling/heating) A++/A++ A+++/A+ -

SEER 8.20 8.60 5.61

SCOP (Average climate) 4.60 4.50 4.11

Pdesign (cooling/heating(@-10°C)) kW 8.00/6.70 10.00/6.80 -

Annual electricity consumption (cooling/heating) kWh/a 342/2038 407/2116 -

Designated heating season Average
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