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CO: EMMISSION COMPACT WIDER
70% DESIGN Bﬁ% RANGE

ONE OF THE OF INSTALLATION
REDUCTION
AT SMALLEST IN THE s ON COMMERCIAL
COMPARED TO INDUSTRY SUPERIOR TO BUILDINGS
THE KXZ2 R410A

HARMONIZE KX==

WITH THE WORLD

New Climate & Energy Solution CO: Emission

The new Mitsubishi Heavy Industries KXZ3 2 pipe VRF Direct impact to CO2 equivalent (kg/CO2eqt)
system is the perfect climate solution for heating and
cooling in commercial and industrial applications.

The KXZ3 delivers high performance, design flexibility,
improved efficiency as well as enhanced operational
functions. The cost effectiveness has also been
improved by optimising the KXZ3 series with R32
refrigerant. This has increased the performance of the
system as well as reducing the environmental impact.

EXAMPLE CASE:
Outdoor unit: 12HP Indoor unit: 8 unit Total piping length: 150m

i By combining 3 outdoor unit
i up to 36HP can be achieved. !
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AVERAGE COMPATIBLE WITH

36HP SEER 14 INDOOR

WHEN USING
A COMBINATION
m OF 3 OUTDOOR

coNcepPT 01

Global Environment

« Perfect climate solution for heating
& cooling solutions

« Energy efficiency

* Reduction of CO2 emissions by 70%

« Cost effectiveness and performance

« Use of R32 refrigerant

10+ MODELS

UNITS

CONCEPT 02

« Various types of indoor units available
« Flexible selection of safety system

« Wider limitation of piping installation
« Increased static pressure up to 90Pa
« Delivering up to 36HP

¥

CONCEPT 06 NEW DESIGN CONCEPT 03

Serviceability

* Easy access to the control box by 6C0 N CE PTS

removing the upper front panel

« Data can be saved if any The model has been fully

malfunction occurs even if the
power is off from 30 to180

minutes in operating conditions fouo“’ing 6 concepts.

« In normal settings data of up to
30 minutes can be saved

« Running hours of the fan motor
can be recorded

« Airflow volume of the outside
fan can also be recorded

CONCEPT 05

Toughness
« Advanced technology has expanded
the heating & cooling operation range

« Heating range operation down to -25°C
« Cooling range operation up to 52°C

Improved Energy Efficiency
« Execeptional performance & energy
savings across all ranges

changed engineered by the * New R32 scroll compressor with

efficient motor
« 3-face heat exchanger with small
heat transfer pipe
« Efficient fan and flow path design
Advanced VTCC+ control

CONCEPT 04

Wellness & Comfort

» Enhanced heating operation functions

» Two defrost mode settings are available

* Hot gas defrost mode enables non-stop
heating during defrost operation

New VRF control VTCC+ adjusts the target pressure of the refrigerant automatically according
to the requirement load of the i

indoor rooms in partial load conditions.
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