Product Data sheet for FDE100VSAVH

Single Split PAC - Ceiling Suspended

‘ MITSUBISHI HEAVY INDUSTRIES
AN AIR CONDITIONING EUROPE

FDE100VSAVH
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Indoor Unit : FDE100VH Outdoor Unit : FDC100VSA

Specifications

Indoor unit

Outdoor unit

Power source

Nominal cooling capacity (Min~Max)

Nominal heating capacity (Min~Max)

Power consumption Cooling/Heating
EER/COP Cooling/Heating
Inrush current

Max. running current

Sound power Indoor Cooling/Heating

level* Outdoor Cooling/Heating
- Cooling (Hi/Me/Lo/Ulo)
ndoor

Soundl pressure Heating (Hi/Me/Lo/Ulo)

level*
Outdoor Cooling/Heating

Cooling (Hi/Me/Lo/Ulo)

Indoor

Air flow Heating (Hi/Me/Lo/Ulo)
Outdoor Cooling/Heating
Indoor

Exterior Dimensions Height x Width x Depth
Outdoor

Net weight Indoor / Outdoor

Refrigerant Type/GWP

Refrigerant Charge

Refrigerant piping size Liquid/Gas

Refrigerant line (one way) length

Vertical height differences Outdoor is higher/lower
Outdoor operating Cooling*

temperature range Heating

Air filter quantity

Remote control (option)

Energy Class (Cooling/Heating)

SEER

SCOP (Average climate)

Pdesign (cooling/heating(@-10°C))

Annual Electricity Consumption (cooling/heating)

Designated Heating Season

The data is measured under the following conditions (R32 : ISO-T1, -H1 /, R410A:ISO-T1).

kw
kw
kw
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mm (@ inch)
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FDE100VH
FDC100VSA

3 Phase 380-415V, 50Hz / 380V, 60Hz
10.0 (4.0 ~11.2)
11.2 (4.0 ~125)
2.85/2.70

3.51/4.15

5

15

64 /64

70/70
48/43/38/34
48/43/38/34

54 /56
32/26/21/16.5
32/26/21/16.5
75/73

250 x 1,620 x 690

845 x 970 x 370

43 /82

R410A/2088

3.8/7.934

9.52(3/8") / 15.88(5/8")
Max.50

Max.50 / Max.15
-15~50

-20~20

Pocket Plastic net x2(Washable)
wired:RC-EX3A, RC-E5, RCH-E3 wireless:RCN-E-E3
A++/A+

6.35

431

10.0/8.5

522/2763

Average

Cooling: Indoor temp. of 27°CDB, 19°CWB, and outdoor temp. of 35°CDB. Heating: Indoor temp. of 20°CDB, and outdoor temp. of 7°CDB, 6°CWB.

1. :lIndicates the value in an anechoic chamber. During operation these values are somewhat higher due to ambient conditions.
2. :Ifacooling operation is conducted when the outdoor air temperature is -5°C or lower, the outdoor unit should be installed at a place where it is not influenced by natural wind. If wind blows, the low
pressure will drop and compressor frequency will increase, this will cause the capacity to drop and may cause the unit to break down.

3. :The values are for one indoor unit operation. (Multi system only)

Because of our policy of continuous improvement, we reserve the right to make changes in all specifications without notice.
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Schematics
Models FDE100VH, 125VH, 140VH
Mote (1) The maodel name label is attached on the
fan casing inside the air return grille.
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\
. 135 410 145
24 1572 (Suspension balts pitch) 24
Note) The slope of drain piping inside the
& unit must toke decline of 10mm.
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\Air supply 235 Drain hose piece
7 (Acceso? 0.3m)
Receiving port - (Installed on site)
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Symbol Content
A Gaos piping $15.88 (5/8") (Flore)
i T B Liguid piping $9.52(3/8") (Flare)
&= Ciz | Drain piping VP20 (1.0.20, 0.0.26)
k=1 ] Hole for suspension bolt (W10 or MB)
| 3 Back cutout PE cover
X lf ' F Top cutout Plate cover
75 ;
(8| | K] G Hole far drain piping (for lefl back) (Knock out)
C 76 \ , C o B .
T Alr return grille
135

Space for installotion and service

Pasition of top cutout and back cutout
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Piping can be connected from 3 different direction.
Remove the cutout using side cutter or similar tool

Hole for
drain piping.
{for left)

Make a spoce of 5000 or mare between the units when instaling more than one,

Because of our policy of continuous improvement, we reserve the right to make changes in all specifications without notice.
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FDC100VNA, 125VNA, 140VNA
100VSA, 125VSA, 140VSA
Notes

(13 1t must not be surounded by walls o he four sides.
@ with achor bats. An andher bait must ot

% bt b fayit in suh
ol e Elower cutlet fooes papendiodory
wind direction,
more poce dbove e unit
Acwadl in front of the biower cutiet must not exceed the units height.
The modd name Icbel ached on the lower right comer of e front porel.

Because of our policy of continuous improvement, we reserve the right to make changes in all specifications without notice.
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